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CONSTRUCTION DETAILS

A. Install 1-3", 90° PVC conduit (Sch-80) for
electrical service and 1-2", 90° PVC conduit
(Sch-80) for telephone service in one trench.

B. Install concrete foundation and courtesy pad.
(Note: 1-2" and 1-3", 90° PVC conduit (Sch-80)
elbows). Relocate existing pedestal pole and
all attached equipment. (Note: The existing
sanitary sewer line shown is at a depth of
approx. 12' gt this location.

C. Instal!l handhole.

D. Install 2" PVC conduit (Sch-80) (trenched) with
ground wire.

E. Tie into existing electrical service and telephone
service risers gt wood pole base with proposed
condui ts.

F. Disconnect existing electrical and telephone
service, remove existing pedestal pole and relocate
to proposed location (See Detail B). Remove
existing foundation.

G. Remove existing handhole, cap and abandon
existing conduirt.
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The pavement markings shown are proposed
and are to be installed by others.

PROJECT DESCRIPTION
I GENERAL

This project involves the relocation of an existing School
warning Flasher at the intersection of MD 5 (Point
Lookout Rd) in St. Mary’'s County. MD 5 is assumed

to run g north-south direction.

[I. INTERSECTION OPERATION

1. There shall have no changes to the existing flashing
operation.

2. The existing pole mounted fasher cabinet and control ler
shall be utilized at this location.

[I1. SPECIAL NOTES

1. The Contractor shall be responsible for terminating the signa!l
cabée. g? the approprigte termingls and shall properly tabel
each cable.

2. Atl controlier cabinet wiring will be performed by the S.H.A.
Signal Shop Contact Mr. Ed Rodenhizer at (410) 787-7650
seventy—two hours in advance of intended work.

3. All underground and overhead utilities shown on these plans
are schematic only and may not be complete. The Contractor shall
be responsible for notifying Miss Utility prior to construction so
that all utilities may be located in the field. If the Contractor
perceives that g conflict between the utilities and the
traftic signal will occur, the Contractor shall notify the Project
Engineer immediately so that the conflict may be resolved.

EQUIPMENT LIST

A. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
SPEC. |
NUMBER DESCRIPTION QUANTITY
205 Test pit excavation. 1T C.Y.
610 4" concrete sidewalk. 10 S.F.
801 Furnish and install concrete | 1 C.Y.
for signal foundation.
Anchor bolts (17X40") 4 EA
805 - Furnish and install 2" schedule 90 L.F.
80 rigid polyviny!l chloride - |
trenched
805 Furnish and install 3" schedule 90 L.F.

80 rigid polyvinyl chloride
conduit - trenched

811 Furnish and install electrical handhole. 1 EA

810 Furnish and install 3—-conductor electrical 30 L.F.
cabie (No. 14 A.W.G.).

810 Furnish and instai!l ground T EA
rod -3 x 10’.
Furnish and install No. © 20 L.F.
AWG stranded bare copper
ground wire.

Relocate existing overhead or 2 EA
ground mounted sign

Remove existing handhole 1 EA
Relocate existing steei pole with 1 EA
traffic signal heads, flasher cabinet and

telephone drop.

Remove and dispose of existing 1 EA
foundation.
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WIRING KEY

A -3-CONDUCTOR ELECTRICAL
CABLE (NO. 14 A.W.G )

B - STRANDED BARE COPPER GROUND
WIRE (NO. 6 A.W.G.)

TD- TELEPHONE DROP
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