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CONSTRUCTION DETAILS

INSTALL 10 FT7. BREAKAWAY PEDESTAL POLE WITH LED COUNTDOWN PEDESTRIAN SIGNAL
HEAD, APS PUSHBUTTON AND SIGN (ORIENT PARALLEL TO CROSSWALK). FOUNDATION SHALL
BE INSTALLED FLUSH WITH FINAL SIDEWALK GRADE. REFER TO STANDARD MD 801.01-01
FOR FOUNDATION DETAILS. INSTALL 1-2 IN. CONDUIT BEND IN POLE BASE.

B. USE EXISTING PEDESTAL POLE. INSTALL APS PUSHBUTTON AND SIGN (ORIENT PARALLEL

TO CROSSWALK ). REORIENT EXISTING LED COUNTDOWN PEDESTRIAN SIGNAL HEAD AS
NECESSARY.

C. USE EXISTING MAST ARM POLE. REMOVE EXISTING PUSHBUTTON AND SIGN. INSTALL APS
PUSHBUTTON AND SIGN (ORIENT PARALLEL TGO CROSSWALK) AND IP-BASED VIDEO

DETECTION CAMERAS. USE EXISTING WIRING. PLUG UNUSED HOLES. REORIENT EXISTING
LED COUNTDOWN PEDESTRIAN SIGNAL HEADS AS NECESSARY.

REMOVE EXISTING PEDESTAL POLE AND ASSOCIATED SIGNAL EQUIPMENT. CAP AND ABANDON
CONDUITS. REMOVE EXISTING FOUNDATION 12 IN. BELOW GRADE AND BACKFILL TO GRADE.

E. USE EXISTING CABINET. INSTALL 2-WIRE APS CENTRAL CONTROL UNIT AND IP-BASED
VIDEO DETECTION INTERFACE EQUIPMENT.

F. INSTALL 4 IN.
G. INSTALL 4 IN.
H. INSTALL 3 IN.
[. INSTALL 2 IN.

SCHEDULE 80 RIGID PVC CONDUIT — BORED.

SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED.
SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED.
SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.

GEOMETRIC LEGEND J. REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORTS.
————————— EXISTING K. USE EXISTING HANDHOLE. ADJUST TO FINAL SIDEWALK
PROPOSED GRADE. REPLACE FRAME AND COVER.

UTILITY LEGEND

L. USE EXISTING HANDHOLE.
SD SO STORM DRAIN
G G GAS MAIN M. REMOVE EXISTING PAVEMENT MARKING LINE.
W W WATER MAIN
S 5 SEWER MAIN N. ABANDON EXISTING LQOOP DETECTOR.
E E ELECTRIC CABLES ) ON .
- c ERIAL GABLES 0. PROPQOSED VIDEO DETECTI ZONE
; ; TELEPHONE CABLES P. INSTALL ELECTRICAL HANDHOLE.

FIBER-OPTIC

PUSHBUTTONS AND SIGNS

COCKEYS MILL RD

PROPOSED SIGNS

16 20422+24 19,21.23,

1+8.,12

e\ 28430, 31 25.%3,29

COCKEYAMILL RD 7 ﬁBH

" START CROSSWMG

Tur#ll:lt;'{'lrﬁlrtlu 1 6 T
T

% Flh chesr

TSI S1-1 FYG S1-1 FYG

v e 36"X36" 36"X36" FXTISTING STGNALS

- - Me—-2 FYG Me—2 FYG

30"%x24" 307x24" T0 REMAIN

BRALLE TYPE 2
N S

EXISTING SIGNS
T0 BE REMOVED

PROPOSED LED STIGNALS EXISTING [ED SIGNALS

NEMA PHASTNG

0 REMATN

1

2:3+4,046

EXISTING SIGNALS

FLASHING
D4 OFPERATION

TO BE REMOVED 96 D4 ALT. SPECIAL
I OPERATION
COCKEYS MILL RD
R10-3(1) PUgH STON NOTE : |
97%15 " ; L PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
7] o a.b PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE .CONCURRENTLY.
EXISTING SIGNS | (o] [ o - h
X307 30"X307 (S ghekE -
7O REMAIN 39,020, 395 VIDEQ DETECTION
- 9"x12"
260,26D SHA RIGHT OF —WAY
Cockeys Miil \ f
D-3(1) I
72/.‘)(,'6!! | TO 1_695
(DUAL FACE) f — ——
f T
(J) s _

SN e S

EXISTING CONDUIT SOUTH
T0O GLYNDIEJN DR

= -

it Wi ===
| UL
f A
i / B
| f
i /
f
f |
¥ /
SEE INSET A T Z ~~~~~~~~ ;
/ /
! / .
/
e <\ / /
/ ¢ J
\\ /', .’/
N / 45°
- [
5
| @
o O q
L '®) ) CROSSWALK DETAIL
o = U
o m b
o =< |
o W | STATE OF MARYLAND
Wl | DEPARTMENT OF TRANSPORTATION
j\l i = | STATE HIGHWAY ADMINISTRATION
I
. | } y— I OFFICE OF TRAFFIC & SAFETY
USE EXISTING CONDUIT \] Ii"l F ,_1 - INSET A TRAFFIC ENGINEERING DESIGN DIVISION
INSTALL CROUND MOUNTED SION ON 1-4"X6 o = NOT TO SCALE MD 140 (MAIN STREET) AT
D SIGN OR R : o -0 /
INSTALL 12 IN. WHITE PERMANENT PREFORMED s w { LaehETs MILL HEAD
N. |
THERMOPLASTIC PAVEMENT MARKING LINE. | ” | REISTERSTOWN. MARYLAND
INSTALL 24 IN. WHITE PERMANENT PREFORMED ' APPROVALS REVISIONS TRAFFIC SIGNAL PLAN
THERMOPLASTIC PAVEMENT MARKING LINE. PR
/ SCALE 17=20 DATE _08-12-18997 CONTRACT NO. AWT103M5P
USE EXISTING CONDUIT. SEE INTERCONNECT PLAN FODR DETAILS. TEAVT TERDER ‘$€Yb T ]
USE EXISTING HANDHOLE. SEE INTERCONNECT PLAN FOR DETAILS. ‘!‘ (ﬁ’( SY Y ) e et 2 DESIGNED 8Y___J. STORCK COUNTY CALTIMORE
i 4 DRAWN B8Y J.STORCK LOGMILE 03014009.56
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