GENERAL

PROJECT DESCRIFPTION

THIS PROJECT INVOLVES THE INSTALLATION OF A NEW TRAFFIC CONTROL SIGNAL WITH STREET LIGHTING
AT THE INTERSECTION OF US 40 AND #MD 781 (DELANCY RD.) LOCATED IN CECIL COUNTY. [T ALSO INVOLVES

THE INSTALLATION OF

INTERSECTIION OPERATION

THIS INTERSECTION WILL OPERATED

INTERCONNECT TC US 40 AND MELBOURNE BLVD.

[N A NEMA FIVE-PHASE, FULL-TRAFFIC-ACTUATED

MODE WITH AN EXCLUSIVE/PERMISSIVE LEFT-TURN FOR EASTBOUND U5 40.

SPECTAL NOTES

UPON COMPLETION OF THIS PROJECT.

THE CONTRACTOR SHALL NOTIFY MS. SCHERYL BROWN AT

(4101787~7635 TO ARRANGE FOR THE PHONE LINE INSTALLATION. THE CONTRACTOR [S TO
PROVIDE M5. BROWN WITH THE NEAREST STREET ADDRESS. ZIP CODE AND PHONE NUMBER.

1. EQUIPMENT TO

[TEM
9000
9000
3000
9000
9060
9000
9000
9000
9000

5000
3000
3000

3000
3000

EQUIPMENT LISTS

QUANITY
4 EA.

5 EA.

64 SF.
9 5F.
10.5 SF.
12 SF.

35 SF.
21 SF.

TEA.

BE SUPPLIED BY ADMINISTRATION.

DESCRIPTICN

AMPLIF TERS

MICROLOOP PROBE SET

8/12” ONE-WAY. FIVE-SECTION (87R.Y.G 12" YA, GA} SIGNAL HEAD — POLE MOUNTED
12" ONE-WAY. FIVE~SECTION (R.Y.G.YA.GA) SIGNAL HEAD - MAST ARM MOUNTED

12” ONE-WAY., THREE-SECTION (R.Y.5) SIGNAL HEAD — MAST ARM MOUNTED

127 ONE-WAY. FOUR-SECTION {(R.,Y.G.GA) SIGNAL HEAD - MAST ARM MOUNTED

W3-3 SIGN (48" x 48") POST MOUNTED - 4 EACH

C W3-3 SIGN (36" x 26") POST MOUNTED — 1 EACH

R10-12 SIGN (38" x 42") MAST ARM MOUNTED - 1 EACH

STREET SIGN SIGN CAST-US40-WEST (24"x 72") MAST ARM MOUNTED - 1EACH
DELANCY RD. NEXT SICGNAL SIGN (32"x 607} POST MOUNTED — 2 EACH
DELANCY RD. (18" x 84") MAST ARM MOUNTEE - 2 EACH

PUSHBUTTON AND SIGN R10-3 (PUSH BUTTON FOR GREEN LIGHT) (97 x 127
CABINET W/TELEMETREY (SYSTEM CABl}s SIZE 5 - POLE MOUNTED

2. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.

[TEM

1001
2001

5005
5008
6001

8001
8003

8011
8015
8016
8018
8022
8024

8025
8026
8028
8029
8035

8037
8042
8043
8044
8045
8047
8048
8049
8050
8052
8053

8054
8056
8057
8058
8059
8060

8067
8075

BOTE6
8091

8097

QUANITY
1 EA.
1 ¢y,
155 LF.
35 LF.
12 SF.
7 CY.

5 EA.
1 EA.

1 EA.
630 LF.
20 LF.
34850 LF.

300 LF.
25 LF.

80 LF.
22 EA.

3 EA.
4,050 LF.
1,375 LF.
260 LF.
180 LF.
80 LF.
550 LF.
140 LF.

1 EA.

15 LF.
90 LF.

204 LF.

108 SF.
43.5 SF.

2 EA.

30 LF.

30 LF.

DESCRIPTION

MAINTENANCE OF TRAFFIC

TEST PIT EXCAVATION

F & 1 24”7 WHITE PERMANENT PREFORMED PAVEMENT MARKING TAPE
REMOVE EXISTING PAVEMENT MARKING -~ ANY WIDTH

F & 1 47 CONCRETE SIDEWALK

F & I CONCRETE FOR SIGNAL FOUNDATION

F & | BREAKAWAY PEDESTAL POLE (ANY SIZE)

INSTALL SIGNAL HEAD (ANY TYPE)

INSTALL MICROLCDP FROBE SET

INSTALL PUSHBUTTON AND SIGN

INSTALL CONTROLLER AND CABINET — POLE MOUNTED

F & 1 SAWCUT FDOR SIGNAL (LOUDP DETECTOR!

F & I 17 LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE

F & 1 27 SCHEDULE 40 RIGID PVC CONDUIT — TRENCHED
F & [ 2" SCHEDULE 80 RIGID PVC CONDUIT -~ SLOTTED
F & | 3" SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED
F & 1 3" SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED
F & I ELECTRICAL HANDHOLE
F & 1 GROUND ROD - 3+ DIAMETER x 10’ LENGTH
F & 1 12 PAIR COMMUNICATION CABLE., JELLY FILLED (UNDERGRCUND})
F & I LOOP WIRE ENCASED IN FLEXIBLE TUBING (NO. 14 AWG)
& I ELECTRICAL CABLE - 2 CONDUCTOR (ALUMINUM SHIELDED)
F & [ ELECTRICAL CABLE - 2 CONDUCTOR (NO. 14 AWG)
F & [ ELECTRICAL CABLE ~ 5 CONDUCTOR (NO. 14 AWG)
F & [ ELECTRICAL CABLE - 7 CONDUCTOR (NO. 14 AWG)
F & I ELECTRICAL CABLE — 2 CONDUCTOR (ND. 12 AWG)
F & I MAST ARM POLE AND TWIN S50FT/50FT MAST ARMS
F & [ NO. & AWG STRANDED BARE COPPER GROUND WIRE
& | ELECTRICAL CABLE 1—-CONDUCTOR NO. 4 AWG — THHN/THWN
F & I WOOD SIGN SUPPORTS 4" x 47

[NSTALL GROUND MOUNTED SIGN

INSTALL OVERHEAD SIGN

[NSTALL BREAKAWAY BASE SUPPORT SYSTEM FOR SIGNAL STRUCTURE
F & [ 250 WATT HPS LUMINAIRE WITH PHOTOCELL

F & I LIGHTING BRACKET ARM FOR TRAFFIC SIGNAL STRUCTURE

USE EXISTING PLAN UR DISK AND AS-BUILT TRAFFIC CONTROL DEVICE

F &1 17 ELECTRICAL CONDUIT RISER

F & 1 CONTROL AND DISTRIBUTION EQUIPMENT (220/240QY, 1 PHASE 3 WIRE SYSTEM)
F &1 t=1/4" ELECTRICAL CONBUIT -~ GALVANIZED RISER

F & [ MAST ARM PCOLE AND 50 FT MAST ARM
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