PROJECT DESCRIPTION
I. GENERAL
THIS PROJECT INVOLVES THE INSTALLATION OF PEDESTRIAN PHASING FOR THE 1 8 g i\ 1
NORTH LEG OF BUS. MDD 5.
(R) ®) iy ;”;“f
1. INTERSECTION OPERATION () (5) '
THE INTERSECTION OPERATION SHALL REMAIN THE SAME WITH THE INSTALLATION OF @
AN ALTERNATE PEDESTRIAN MOVEMENT FOR PHASE 2 AND A RIGHT TURN OVER LAP FOR PHASE 4.
Phase 2 & B R R 4G-( | 4G-G G R R R 0w D I
1 Change R R q4V-C av_ G G R R R R Dw Dw %
Phass 2 & B . G G G G R R R R Dw Dw <
2 & & Change v v v y v R R R = D' Dw —
Phase 3 R R R R R R R I % -G Dw DWw L
FEQUIPMENT LIST 3 Change R R R R R R R Y Y DW Dw
3 Al R R R R R R R G G Wi WK 7
Ped. Clear R R i R R R R G G FL/DW | FL/DW I;
| 3 Alt. Change R R R 3 R R R vy D oW |4
A. EQUIPMENT TO BFE FURNISHED BY STATE HIGHWAY ADMINISTRATION
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Flashing . @i
9007 T EA (CONT/CAB/ADD) NEMA LOAD SWITCH . FLZY FL/Y | FL/Y | FL/Y | FL/Y | FL/R| FL/R| FL/R| FL/R DARK DARK
' ‘ Operation % +
18 SF SHEET ALUMINUM STGNS
2 EA R5—1 30" X 30”7 - GROUND MOUNT
1 EA R10-11b 24" x 24" — MAST ARM MODUNT
2 FA R10-4(1) 9" x 12" — GROUND MOUNT
3096 2 EA PUSHBUT TON
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY CONTRACTOR
) ' AvaE
ITEM NO. QUANTITY DESCRIPTION ‘ / AL C
. /— L]
1001 1 FA MATINTENANCE OF TRAFFIC o
2007 2 CY TEST PIT EXCAVATION c
5001 100 LF 5 INCH YELLOW HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS ‘ ALC
5003 300 LF 12 INCH WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS
5004 10 LF 24 INCH WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS
5007 30 LF REMOVE EXISTING PAVEMENT MARKINGS — ANY WIDTH ) , 0 Fy ¢ <]
S001 2 CY : FURNISH AND INSTALL CONCRETE FOR SIGNAL FOUNDATION : . , AB,C,D
8003 2 EA FURNISH AND INSTALL BREAKAWAY PEDESTAL POLE (ANY SIZE) ‘
8018 2 EA INSTALL PUSHBUTTON AND SIGN : . i V o
8024 30 LF FURNISH AND INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED f
8028 30 LF FURNISH AND INSTALL 3 INCH SCHEDULE 80 RICGID PVC CONDUIT - SLOTTED
8033 1T EA FURNISH AND INSTALL ELECTRICAL HANDHOLE B.D.F
8034 2 EA FURNISH AND INSTALL GROUND ROD — 3/4 INCH DIAMETER X 10 FOOT LENGTH . E.D
8042 372 LF ' FURNISH AND INSTALL ELECTRICAL CABLE - 2 CONDUCTOR (NO 14 AWG)
8044 400 LF FURNISH AND INSTALL ELECTRICAL CABLE — 5 CONDUCTOR (NOD 14 AWG)
5048 30 LF FURNISH AND INSTALL NO. & AWG STRANDED BARE COPPER GROUND WIRE | A — B — 2-CONDUCTOR CABLE NO. 14 AWG
8050 20 LF "FURNISH AND INSTALL WOOD SIGN SUPPORTS 4 INCH X 4 INCH ‘ ’ ‘ C — D — S—CONDUCTOR CABLE NO. 14 AWG
8052 14 SF INSTALL GROUND MOUNTED SIGN | E - F - NO. 6 BARE CUPPER GROUND WIRE
EXC — EX NG 7—CON TOR CA
8053 4 SF INSTALL OVERHEAD SIGN [STING CONDUCTOR CABLE
8054 2 EA CINSTALL BREAKAWAY BASE SUPPORT SYSTEM FOR SIGNAL STRUCTURE
8071 1T EA PAINT STRUCTURE (INSTALLED?
8084 5 BEA ) FURNISH AND INSTALL 12 INCH VEHICULAR TRAFFIC SIGNAL HEAD SECTION
8087 4 EA FURNISH AND INSTALL 12 INCH PEDESTRIAN SIGNAL HEAD StECTION
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