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Equipment to be supghed and ;nstalled by SHA

Communication Panel
TS-2 Mini-Hub _
TS-2 Mini-Hub Cables

. Industrial 56k Modem
. SDLC Cables
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Use existing luminaire arm. Install proposed video camera and video detection lead-in cable.
Use existing span wire. Install proposed video detection lead-in cable.

Use existing étrain pole. Instali proposed video detection lead-in cable.

Use existing conduit. Install proposed video détection lead-in cable.

Use existing handhole. Cap and abandon existing detector sleeve and remove existing loop detection

Construction Details

lead-in cables. Install proposed video detection lead-m cable.

Use existing conduit, Remove existing Ioop detection lead-in cables and install proposed video detection

iead-m cable,

Use cx1stmg controller cabinet. Remove existing loop detector lead-in cables for phase 4 and install

proposed video detection lead-in cable. TOD personnel will install and program video detection

interface equipment.

. Remove existing stop line and rc-instail in accordance to SHA Standards. - '

.

Remove and dispose of existing R10-12 signs.
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Equipment to be furnished and installed by the Contractor,

QUANTITY

1 EA

110 LF

110 LF

DESCRIPTION
'MAINTENANCE OF TRAFFIC PER ASSIGNMENT

24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLAST!C PAVEMENT
- MARKINGS '
REMOVAL OF EXISTING PERMANENT PAVEMENT LINE MARKINGS ANY
WIDTH
REMOQVE & DISPOSE OF EQUIPMENT (PER ASS!GNMENT)

VIDEO DETECT!ON CAMERA & CONTROLLER CABLES UP TO 500 LF
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