EQUIPMENT LIST “B”

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
QUANTITY DESCRIPTION

6.100 L.F. 12-PAIR COMMUNICATION CABLE.
JELLY-FILLED (UNDERGROUND)
22 EACH FURNISH AND INSTALL ELECTRICAL HANDHOLE

CONSTRUCTION DETAILS

A. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. 3900 L-F- 3 IN. SCHEDULE 80. RIGID PVC CONDULT = TRENCHED
US 301 IS ASSUMED TO RUN INSTALL 12-PAIJR COMMUNICATION CABLE. 210 L.F. 4 IN. SCHEDULE 80, RIGID PVC CONDUIT — BORED
IN A NORTH-SOUTH DIRECTION INSTALL HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE.
USE EXISTING CONDUIT. INSTALL (12-PAIR) COMMUNICATION CABLE.
INSTALL 3 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL
CONDUIT (TRENCHED). INSTALL 12-PAIR COMMUNICATION CABLE.
USE EXISTING HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE.
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GENERAL NOTES

PROPOSED HANDHOLES SHALL BE LOCATED
A MAXIMUM OF 200 FEET APART.
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