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DIG ALERT
USE CAUTION WHEN

A. INSTALL 27’ STEEL POLE WITH A 50’ MAST ARM, SIGNAL
HEADS, SIGNS AND 10° LIGHTING ARM WITH 250 WATT HIGH
PRESSURE SODIUM VAPOR LUMINAIRE (NOTE: 1-3" SCHEDULE 80,
PVC CONDUIT BEND).

TO US 40

B. USE EXISTING BASE, INSTALL 27’ STEEL POLE WITH A 38’ MAST ARM,
SIGNAL HEADS, SIGN AND 7157 LIGHTING ARM WITH 250 WATT HIGH PRESSURE DIGGING IN THIS AREA.
SODIUM VAPOR LUMINAIRE. CONTACT KELLY [LOCATES
C. RELOCATE EXISTING BASE MOUNTED CABINET AND CONTROLLER TO NEW LOCATION. é]&}éé?g%&%fﬁ4~9&34c
D. INSTALL HANDHOLE.
E. INSTALL 1” LIQUID-TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL CONDYIT
{DETECTOR WIRE SLEEVE).
F. INSTALL TWO—2" SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUITS
ONE FOR BELL ATLANTIC AND ONE FOR BGE (TRENCHED).

GENERAL NOTES:

G. INSTALL 2“ SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT =
( TRENCHED ). w i
H. INSTALL 4" SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT ~ ( ?évggEEgMgGEgzﬁgg %ED¥ES$EELE§IS$I¥SE g?é%if 85H$EX%%%RDETAILED
( TRENCHED ). = ]
J. INSTALL 3" SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT e >, THE LOOP DETECTORS AND CONDUIT ARE TO BE INSTALLED PRIOR TO
( TRENCHED 3. - INSTALLATION GOF ANY PROPOSED PAVEMENT MARKINGS.
K. INSTALL 6'x 30’ QUADRUPLE TYPE LOOP DETECTOR ENCASED IN /4" -
FLEXIBLE TUBING. e 3. USE EXTREME CAUTION WHEN DIGGING. DUE TO UNDERGROUND UTILITIES.
L. INSTALL 6‘x 6' LOOP DETECTOR ENCASED IN '+ FLEXIBLE TUBING. -
M. INSTALL 247 WHITE PAVEMENT WARKING TAPE FOR STOP LINE. < 4. Ei%EEE$gEOHE%E%%Eg_%¥§§ %QQ%DEE$EgT8§B%§E§OR FUTURE PHASING.
N. INSTALL TWO-2” POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS AT THE BASE anl '
OF BGE POLE FOR PROPOSED UNDERGROUND ELECTRICAL SERVICE AND TELEPHONE SERVICE. p)
(TRENCHED ). <
0. INSTALL W3~3 WITH D-3(2) SIGNS—GROUND MOUNTED. ¥ ¢ ~
P. INSTALL 4” SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT -
(BORED UNDER EXISTING PAVEMENT).
Q. INSTALL 1" GALVANIZED STEEL ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE). Efgj
R. INSTALL 5” WHITE PAVEMENT MARKING TAPE FOR LANE LINE.
S. REMOVE EXISTING R1~1 SIGN FROM EXISTNG POLE. Ey/
T. INSTALL CONCRETE BASEWITH CABINET AND CONTROLLER EQUIPMENT ,// DETAIL “A”
(NOCTE: TWO—-4” SCHEDULE 80 AND TWO-2" SCHEDULE B0 CONDUIT BENDS). L - ~ o o o o
U. ERADICATE EXISTING YELLOW/WHITE PAINT LINES. REVISIONS APPROVALS <Q;,
SEOVETRIC (EOED V. REMOVE AND DISPOSE OF EXISTING DIAMOND WARNING W2-2 INTERSECTION SIGN AND POST. e i\/ P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
W. REMOVE EXISTING HANDHOLE. \ <( ) Office of Traffic & SGfEfy
EXISTING X. CAP AND ABANDON EXISTING CONDUIT. j | ] { ] QECfMMmggégn . _ _
SROPOSED Y. EXTEND 4” SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT 0 TRAFFIC | ENGINEERING DESIGN DIVISION
- (TRENCHED }. :
UTILITY LEGEND £ REMOVE EXISTING CONCRETE BASE 1277 BELOW GRACE. I { | 1 1 ASST. TRAFH%\. 2NG DESIGN DIVISION TRAFFIC SIGNALIZATION PLAN
ag. INSTALL 27' STEEL POLE WITH A 50' MAST ARM, SIGNAL -
HEADS AND SIGN (NOTE: 1-3” SCHEDULE 80,PVC CONDUIT BEND). | \% MD ].55 AND CANVASBACK DRIVE
5 5 EJ':ST)E[\F/{!AI{/lNAIN bb. USE EXISTING SIGNAL EQUIPMENT. | A | |
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