PROJECT DESCRIPTION
GENERAL ' |

- THIS PROJECT INVOLVES THE RECONSTRUCTION OF THE INTERSECTION CONTROL BEACON AT MD 20 AND

MD 445 IN KENT COUNTY. DRAINAGE AND SIDEWALK IMPROVEMENTS ARE PROPOSED. IN ADDITION, THE
EXISTING SOUTHBOUND CHANNELIZED RIGHT TURN WILL BE REMOVED. MD 20 IS ASSUMED TO RUN IN AN -

- EAST -~ WEST DIRECTION.

INTERSECTION OPERATION |
THE INTERSECTION WILL OPERATE IN FLASH MODE.

 GENERAL

UPON COMPLETION OF THIS PROJECT, THE CONTRACTOR SHALL NOTIFY MR. ROBERT SNYDER OF SHA AT
(410) 787-7635 TO ARRANGE FOR THE PHONE DROP LINE INSTALLATION. THE CONTRACTOR IS TO PROVIDE
MR, SNYDER WITH THE NEAREST STREET ADDRESS, ZIP CODE AND PHONE NUMBER.
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THE CONTACT PERSONS FOR DISTRICT #2 ARE AS FOLLOWS:

M. Robert Klel
Assistant District Engineer -~ Traffic

Phone: 4/0-80~ 3240

Mr. Barry Clothier
District Utlllty Engineer
Phone: 410-810-3275

M. Terry Wright
Asslstant District Engineer - Malnfenance
Phone: 410-810-3250

Mr. Jefft Amorielio
Assistant District Engineer - Construction
Phone: 410-810-3270 |

Mr. Richard L.Daff Sr.
Chief, Traftflc Operations Division
Phona 410-187-7630

The Power Ccmpany Represenfaﬂve Is:
- Conectiv Power Company | «
. Mr. Eugene Messlick
. P.0. Box 159

Centerville, Maryland 2i6i7

Phones 410-758-4101

| 2-CONDUCTOR ELECTRICAL CABLE
~(NO. 12 AM.C.) TRAY CABLE, TYPE THHN

5~ CONDUCTOR ELECTRICAL CABLE
{NO. 14 A.W.G.)

S -CONDUCTOR ELECTRICAL CABLE
T (NO. 14 A. W.G )

BARE COPPER STRANDED GROUND WIRE
(NO. 6 A.W.G.)

=% IN x 10 FT. GROUND ROD

PROPOSED OVERHEAD POWER SERVICE
TO BE INSTALLED BY CONECTIV POWER COMPANY

FLASHING OPERATION FL/Y | FL/Y | FL/Y | FL/Y | FL/R | FL/R | FL/R | FL/R
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QUANTITY

| EA

65 SF

- EQUIPMENT TO BE FURNISHED BY THE SHA,

-QUIPMENT LIST ‘A’
CATEGORY
CODE RESCRIPTION

900000 ' EIGHT-PHASE, FULL-TRAFFIC ACTUATED, SOLID STATE
DIGITAL CONTROLLER WITH INTERSECTION MONITOR
WITH BATTERY BACK-UP FOR PHONE DROP IN A NEMA
SIZE *6* BASE -MOUNTED CABINET

300000 SHEET ALUMINUM SIGNS:

2 EACH - D3-2 SIGN (6 IN.X 78 IN.JMAST ARM MOUNT

2 EACH - D3-3 SIGN (6 IN.X 60 N MAST ARM MOUNT

IEACH - ASSOCIATED SHIELD ASSEMBLY |
"WEST, MD 20, LEFT ARROW® 24 IN. X 5! IN. POLE MOUNT

| EACH - ASSOCIATED SHIELD ASSEMBLY
"WEST, MD 20, RIGHT ARROW® 24 IN. X 5! IN. POLE MOUNT

| EACH - ASSOCIATED SHIELD ASSEMBLY
‘EAST MD 20, LEFT ARROW®24 IN. X 5i IN. POLE MOUNT

| EACH - ASSOCIATED SHIELD ASSEMBLY
'EAST, MD 20, RIGHT ARROW*24 IN.X 5! IN. POLE MOUNT

EQUIPMENT LIST ‘B’

EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR.

QUANT

580 LF
30 LF

13 CY
60 LF
30 LF

| EA

30 LF

20 LF

310 LF

| EA

4 EA

65 SF

2 EA

| EA

3 EA

8 EA

80 LF

700 LF

80 LF

100 LF

| EA

| EA
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CATEGORY ~ |
" CoDE DESCRIPTION
585620 FURNISH AND INSTALL 12 IN. WHITE HEAT
APPLIED THERMOPLASTIC PERMANENT PREFORMED
PAVEMENT MARKING (FOR CROSSWALK)
585624  FURNISH AND INSTALL 24 IN. WHITE HEAT
~ APPLIED THERMOPLASTIC PERMANENT PREFORMED
'PAVEMENT MARKING (FOR STOP LINE)
801004 ' FURNISH AND INSTALL CONCRETE FOR
|  SIGNAL POLE FOUNDATION o
802501  FURNISH AND INSTALL NO.6& A.W.G. STRANDED .
| BARE COPPER GROUND WIRE |
805010 | FURNISH AND INSTALL | IN. ELECTRICAL CONDUIT -
| GALVANIZED RISER FOR PHONE DROP -
805050 | FURNISH AND INSTALL 3 IN. WEATHER HEAD
805135 | FURNISH AND INSTALL 3 IN. DIAMETER RIGID PVC
| ELECTRICAL CONDUIT (SCHEDULE 80) - TRENCHED
805140 ~ FURNISH AND INSTALL 4 IN. DIAMETER RIGID PVC
ELECTRICAL CONDUIT (SCHEDULE 80) - TRENCHED
805155  FURNISH AND INSTALL 4 IN. DIAMETER RIGID PVC
| ELECTRICAL CONDUIT (SCHEDULE 80) ~ SLOTTED
807400 FURNISH AND INSTALL ELECTRICAL UTILITY SERVICE
| EQUIPMENT 120/240 VOLTS 60 AMPS
giool  FURNISH AND INSTALL ELECTRICAL HANDHOLE
813015  INSTALL OVERHEAD SIGN
818021 FURNISH AND INSTALL 12 IN.X 27 FT. STEEL STRAN POLE
‘ WITH TWIN 50 FT.MAST ARMS |
831010 FURNISH AND INSTALL 250 WATT HPS LAMP AND
- , LUMINAIRE WITH PHOTOCELL |
837001 FURNISH AND INSTALL GROUND ROD -¥ IN.DIAMETER X 10 FT.
860272  FURNISH AND INSTALL 2 IN. VEHICULAR TRAFFIC SIGNAL
- HEAD SECTION |
861107 FURNISH AND INSTALL ELECTRICAL CABLE -
| 5 CONDUCTOR (NO. 14 A.W.G. -
861108 - FURNISH AND NSTALL ELECTRICAL CABLE -
i 7 CONDUCTOR (NO. 14 A.W.G.) =y
861116  FURNISH AND INSTALL ELECTRICAL CABLE -
2 CONDUCTOR (NO.12 AW.0) |
861117 | FURNISH AND INSTALL ELECTRICAL CABLE -
3 WIRE (NO. 4 AW.G.)
866104  FURNISH AND INSTALL 20-FOOT LIGHTING ARM FOR
| TRAFFIC SIGNAL STRUCTURE :
. 871202 INSTALL EIGHT-PHASE (FULLY ACTUATED) CONTROLLER -
| AND CABINET - BASE MOUNT -
800000 REMOVE AND DISPOSE OF EXISTING SIGNAL EQUIPMENT

*

\v MARYLAND DOT - STATE HIGHWAY ADMINISTRATION;{
P Offlce of Trafflc & Safety --

TRAFFIC ENGINEERING DESIGN DIVISION

MD 20 (ROCK HALL AVE) AT MD 445 (MAIN ST) |
S GENERAL INFORMATION SHEET -

FAP.NO., SEE TITLE SHEET
S.H.A. NO. KE-4325184

COUNTY: KENT |
LOG MILE: 1400200i.38
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