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CONSTRUCTION DETAILS ~— oW —— ==~
A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH TWIN 50 AND 60 FT - ' -2y pESIRAL TOTES o
" MAST ARM WITH SIGNAL HEADS. SIGNS. 20 FT. LIGHTING ARM. 250 WATT HPS LUMINAIRE » i _ 1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
i : : 1 s "1 1 T 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.

AND OVERHEAD VIDEO DETECTION CAMERA. (NDOTE: ONE 4 IN. PVC SCHEDULE 80 CONDUIT BEND)
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CUT 50 FT ARM TO LENGTH 32 FT. {RIGHT-—OF-WAY 3. FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING PLANS, OTHER THAN THOSE DETAILED ON
|
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THIS PLAN. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA STANDARDS.
4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR
UPON COMPLETION OF THE NEW SIGNAL.

B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH 50 FT.
MAST ARM WITH SIGNAL HEADS. SIGNS, 20 FT. LIGHTING ARM, 250 WATT HPS LUMINAIRE
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" SRET G WITH SIENGL MEADS. SIGME AND OVESHEAD VIDEG DETECTION CANERA 5 /)%‘_”ﬁ,_ ~97 7 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS
(NOTE: ONE 4 IN. PVC SCHEDULE 80 CONDUIT BEND) [ AND PROPERLY LABEL EACH CABLE.
i TMGEELL 3 tit WD SOMGOMLE G0 ELECTRISH. CORBIT » THENCHED. - 24X /. 7. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT.
e IMETALL 4 T4 PVC SEMEDULE 5 E| ECTRICA CONBUTT - TRENCHED gl ; IF ANY UTILITIY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
e INSTALL 3 IN' ove SEHEDULE 80 ELECTRICAL CONDUIT — BORED ) ‘1({'\"' = 8. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR
¢ INSTALL 4 IN. PVC SCHEPULE 86 ELECTRICAL CONOUIT — BORED. 1 (00 Wi CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS., TO MEET CLEARANCES AS
. DT SGE ' \D a3 SPECIFIED IN MD 816.03. MD 818.01. MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE
J. INSTALL 24 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT L\ GRADES PRIOR TO THE INSTALLATION @F ALL SIGNAL EQUIPMENT
MARK ING FOR STOP L INE. c W 9. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE CONTROLLER EQUIPMENT IN ORDER
K. REMOVE EXISTING SPAN WIRE AND ALL ASSOCIATED EQUIPMENT. 1 | TO OPERATE VIDEO DETECTION EQUIPMENT.
L. USE EXISTING HANDHOLE. : % 10. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL CABLES TO THE APPROPRIATE TERMINALS AND
G OSE ERTETING DERGULT 3P -7 .- PROPERLY LABEL EACH CABLE SO THAT SHA FORCES CAN MAKE THE FINAL CONNECTIONS.
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N. INSTALL NEMA SIZE 6 BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT. . —=TETING ROW 11.ALL UNUSED SIGNAL CABLES SHALL BE REMOVED
(NOTE: 2-4 INCH SCHEDULE 80, 90 DEGREE PVC CONDUIT BENDS AND 2-2 INCH BENDS). —-"T EX _AND DISPOSED.
P. INSTALL NON-INVASIVE MICROLOOP PROBES WITH 1000 FT. LEAD-IN CABLE. 12.THE CONTRACTOR SHALL DISCONNECT AND
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