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~3(1) ONLY 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED
18 123 F DUAL FACED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR
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I S T e ° FOR ALL INTERNAL CABINET WIRING.
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CONSTRUCTION DETAILS
. i N 3 E3 X 3 £ 3

REMOVE EXISTING VEHICULAR TRAFFIC SIGNAL HEAD AND INSTALL ®
NEW LED VEHICULAR TRAFFIC SIGNAL HEAD IN EXISTING LOCATION
USE EXISTING BASE MOUNTED CABINET

USE EXISTING HANDBOX

USE EXISTING CONDUIT

REMOVE EXISTING SIGN AND INSTALL NEW OVERHEAD SIGN ON

EXISTING SIGNAL POLE
INSTALL GROUND MOUNTED SIGNS ON TWO 4 INCH X 4 INCH WOOD

POSTS '
REMOVE EXISTING PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND SIGN
AND INSTALL NEW LED COUNTDOWN PEDESTRIAN SIGNAL

HEAD, ACCESSIBLE PUSHBUTTON, AND SIGN R10-3(1)

~ "PUSH BUTTON TO CROSS NEW WINDSOR ROAD”.
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- INSTALL NEW LED COUNTDOWN PEDESTRIAN SIGNAL
"ABANDON EXISTING CONDUIT

REMOYE EXISTING PEDESTAL POLE, PEDESTRIAN SIGNAL HEAD,

'PUSHBUTTON "AND SIGN. REMOVE FOUNDATION 12 INCHES BELOW

GRADE . -
INSTALL 10 FT7. BREAKAWAY PEDESTAL POLE (CUT TO 5 FT.) WITH

FOUNDATION, ACCESSIBLE PUSHBUTTON, AND SIGN R10-3(1) “PUSH
BUTTON TO CROSS NEW WINDSOR ROAD”. (NOTE: 1-3 IN. PVC
SCHEDULE 80 CONDUIT BEND)

%Eg&éh%03 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT -
REMOVE EXISTING SIDEWALK RAMP AND CONSTRUCT NEW SIDEWALK
RAMP (5 FT. x 6 FT. LANDING AND ONE 6 FT. x 8 FT. SIDE
FLARE) WITH DETECTABLE WARNING. SURFACE SHA STD. MD 655.40
(SEE DETAIL THIS SHEET)

CONSTRUCT 3 FT. x 3 FT. CONCRETE PAD (5 IN. DEPTH)
INTEGRATED WITH EXISTING PEDESTAL POLE FOUNDATION AND
PROPOSED SIDEWALK RAMP

INSTALL NEW LED VEHICULAR TRAFFIC SIGNAL HEAD

INSTALL NEW OVERHEAD SIGN ON EXISTING MAST ARM

REMOVE OVERHEAD SIGN
REMOVE EXISTING PAVEMENT MARKING HATCHING IN CROSSWALK

HEAD ON EXISTING SIGNAL POLE
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SOUTHWEST SIDEWALK RAMP DETAIL
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VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE
INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. IF

ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL
CONTACT THE PRCJECT ENGINEER.

ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED

AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED .
SECTIONS., HIGHEST ROADWAY PRCFILE GRADE FOR OPEN
SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03,
MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL
VERIFY ULTIMATE GRADES PRIOR TGO THE INSTALLATIGN oF
ALL SIGNAL EQUIPMENT.

THE CONTRACTOR SHALL CENTER THE PROPOSED RAMP

WITH THE EXISTING CROSSWALK.

ALL ACCESSIBLE PEDESTRIAN EQUIPMENT SHALL BE

DELIVERED TO THE SHA SIGNAL SHOP FOR TESTING AND
PROGRAMMING PRIOR TO INSTALLATION. CONTACT

MR. EDWARD RODENHIZER AT 410-787-7650 TGO COORDINATE.
WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS.,

THE CONTRACTOR SHALL BE REQUIRED TG EXCAVATE FOR
FOUNDATION AND CONDUIT BY HAND. ‘

IF THE LOCATION OF THE ACCESSIBLE PEDESTRIAN SIGNAL
PUSHBUTTONS MUST BE CHANGED, THE CONTRACTOR SHALL
NOTIFY THE PROJECT ENGINEER TO OBTAIN APPROVAL FOR

THE NEW LOCATION TO ENSURE MUTCD SEC. 4E.09 AND-

FIG. 4E—2 REQUIREMENTS ARE MET. ALL WORK MUST BE HALTED
UNTIL THE PROJECT ENGINEER HAS OBTAINED AN APPROVED
LOCATION OR IF NECESSARY A DESIGN WAIVER IS OBTAINED.
PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN IN A
WHEELCHAIR LOCATED ON THE 60" X 60 “ LEVEL LANDING AREA.
DOES NOT HAVE TO REACH MORE THAN 18 IN.

THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL
ABANDONED ELECTRICAL CABLES. :

THE CONTRACTOR SHALL INSTALL SIDEWALK WITH A DEPTH

OF 5 IN. THE 4 INCH CONCRETE SIDEWALK QUANTITY HAS BEEN
INCREASED BY A FACTOR OF 1.25 TO ACCOUNT FOR THE
ADDED DEPTH.

THE 10 FT. SEPARATION BETWEEN PUSHBUTTONS IS TO BE
MEASURED FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON.,
NOT CENTER OF POLE TO CENTER OF POLE.

THE CONTRACTOR SHALL INTEGRATE PROPOSED/EXISTING
CONCRETE FOUNDATIONS WITH PROPOSED/EXISTING SIDEWALK
RAMP WHERE NECESSARY.

' STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY ‘
TRAFFIC ENGINEERING DESIGN DIVISION

MD 31 (NEW WINDSOR ROAD) AT UNIONTOWN _RO_AD_ ‘.
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