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Equipment fo be supphed and installed By the SHA
Easy Lock Connector

Terra Interface Panel

Terra Access Point

Tip to Tap I/F Cable-BIU

Tip to Tap I/F Cable-Hardwire
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| 1. Install proposed triple micro loop probe sets.
- 2. Use existing handhole. Remove existing loop detector lead-in cables.

4. Use existing handhole. Remove existing triple micro loop probe lead-in cables.

5. Use existing conduit. Remove existing triple micro loop probe lead-in cables.

. 3. Use existing conduit. Remove existing loop detector lead-in cables.
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Construction Details

Install proposed triple micro loop probe lead-in cables.
Install proposed triple micro loop probe lead-in cables.
Install proposed triple micro loop probe lead-in cables.
Install proposed triple micro loop probe lead-in cables.

6. Use existing handhole. Remove existing loop detector lead-in cables.
7. Use existing conduit. Remove existing loop detector lead-in cables, .

- 8. Use existing strain pole. Remove existing loop detector lead-in cables.

Install proposed detection camera and triple micro loop probe lead-in cables.

. 9. Use existing span wire. Remove existing loop detector lead-in cables.

Install proposed video detection and triple micro loop probe lead-in cables.

- 10. Use existing strain pole. Install proposed detection camera.
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- 11. Use existing strain pole. Remove existing triple micro loop probe lead-in cables.

- Install proposed detection camera and triple micro loop probe lead-in cables.

12. Use existing span wire. Remove existing triple micro loop probe lead-in cables.

Install proposed video detection and triple micro loop probe lead-in cables. ' 3 -

13. Use existing strain pole. Remove existing loop detector triple micro loop probe lead-in cables.

Install proposed detection camera, video detection lead-in and triple micro loop probe lead-in cables.

/14, Use existing conduit. Remove existing loop detector and triple micro loop probe lead-in cables.

Install proposed video detection and triple micro loop probe lead-in cables.

E 15. Use existing handhole. Remove existing loop detector and triple micro loop probe lead-in cables.

Install proposed video detection and triple micro loop probe lead-in cables.

16. Use existing controller cabinet. Remove existing loop detector and triple micro loop probe lead-in

‘cables for phases 1, 2, 4, 5, 6 and 8. Install proposed video detection and triple micro loop probe
lead-in cables. Traffic Operations Division personnel will install and program video interface -
equipment and re-tune amplifiers upon completion of proposed work.
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