SHADY
RUN I

GROVE RD IS ASSUMED_TO
N AN EAST-WEST DIRECTION

OVERHEAD INTERCONNECT
CABLE WEST TO GAITHER RD

B.
C.
D.

PROPOSED SIGNALS

ITI
5:6+8.9 7,10 13.14 ? « L
® @ =
OBRORRL; o sy
’t * ——————— -
e @ 12 @6 PED T
@ 127 ‘ & T
" H |_
12 12 5 t:
SHALL BE BLACK FACE 3

1111

(34 lk*
! -
‘I ! -
H94
|
my
y
PEPCO 1
748468
8991 S
% T
7 ne /Y —

OVERHEAD INTERCONNECT
CABLE EAST TO MD 355

EXISTING SIGNS EXISTING SIGNALS
15,16 17,20 8 ié; 11,12
g 2
- ~_ & ONLY ONLY (6) —
el SOEN R3-2 R3-5 R3-5R 12"
~ N SO 30" x 30 30" x 36" 30" x 36°
7 Y \\
/™~ >I< A ; N
/ ;/ ~J \\
Y ~ AN 19,22 2
lr — \\\:\
== ~
= ?O N N NO
TR NN ronLy TURN
Ss O h NS 10N ON RED
RLMTR 2§*Q§ /<jkf\ N B R3-6
SIGN AN \ N\ Y RIO-IIb 30" x 36"
§§\\ NN 24" x 24"
AN A\
NS \
ENZANO N
\ /<> -(4 \ \\
A\ i W\ \
\ W\ \ N
2 NN SHA RIGHT
SHA RIGHT N\ NNy NN OF WAY
OF WAY W v\
k \ \\ o
PEPCO
748468
6474
RIGHT OF WAY LINE - 37/
A I,
S /W S/W 8’
fﬂt‘ (D)
A
GRASS MEDIAN T T EEER L
______________ N NLT H|R4- =
15
1 =HQ
4 J
A
R R
N .
© S/W S/ 2| g X
e e -,E‘—W ——————— —(lj: ——————————————————————— — —_— ‘\\ \ ——"”gSHTEDS:
RIGHT OF WAY LINE m 5 r ‘\:‘;‘\'“ e \ —___/ ASSEMBLY" %
PEPCO G ’ L s
148468 5 X 4222 10 PEPCO
6863 g < 748468
CONSTRUCTION DETAILS 3
Remove existing three-section signal head and install proposed

four-section signal head as shown.

Instal | proposed four-section signai head as shown.

Remove existing handhole. Cap and abandon exisfing conduit.

Install 10’ breakaway pedestal! pole. pedestrian signal head and pushbutton with pedestrian
education sign as shown. (Note: 1-3”, 90°polyvinyl chloride (Schedule 80) bend.)

oH

1. All underground utilities shown on these plans are schematic
only and may not be compliete. The contractor shall be responsible
for notifying “MISS UTILITY” prior to construction so that all
utilities may be located in the field. If the contractor perceives
that a conflict between the utilities and the traffic signal will
ocecury the contractor shali notify the project engineer
immediately so that the conflict may be resolved.

2. Crosswalk and stopline pavement marking details are
o be Installed in accordance with SHA standards. Crosswaik
shal |l be centered on the handicapped ramps.
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E. Pull back existing 4 conductor Canoga cable to this strain pole from existing handhole detailed to be removed.
Reroute Canoga cable to proposed handhole.
F. Install 1" liquid tight fiexible non-metallic electrical conduit (detector wire sleeve).
G. Install 3” polyvinyl chloride electrical conduit (Schedule 80) (trenched).
H. Install &' x 22’ loop detector encased in !4’ flexible tubing quadrupcle type (3-6-3).
J. Install 12" white. heat applied permanent preformed thermoplastic pavement marking (crosswalk).
K: Install 24” white. heat applied permanent preformed thermoplastic pavement marking (stopbar).
L. Use existing span wire.
M. Use existing pole mounted controlier and cabinet.
N. Useo existing strain pole.
0. Remove existing signal head and wiring as shown.
GEOMETRIC _LEGEND P. Use existing conduit.

PROPOSED L

EXISTING  —— —— e e e e - Q. Use existing handhole.

LEGEND OF UNDERGROUND R. Remove existing pavement marking.

AND OVERHEAD UTILITIES S. Install handhole.

AERIAL CABLE A A

ELECTRIC E E T. Remove existing 3 section 8” signal head and install 3 section 12" signal head.

TELEPHONE T T

GAS & G U. Existing overhead service to be maintained by PEPCO.
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