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PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHARES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.

CONSTRUCTION DETAILS

A. INSTALL 10 FT. STEEL PEDESTAL POLE WITH POLE MOUNTED PEDESTRIAN SIGNAL,
PUSHBUTTON AND R10-4(1) SIGN (NOTE: 1-2 IN. SCHEDULE 80, 90 DEGREE PVC CONDUIT BEND)

B. INSTALL HANDHOLE

C. INSTALL 6 FT. BY 30 FT. QUADRUPOLE (3-6-3) TYPE LOOP DETEGTOR ENCASED IN V4 IN. FLEXIBLE TUBING.

D. INSTALL 6 FI. BY 6 FT. (4 TURNS) TYPE LOOP DETEGTOR ENCASED IN"&IN. FLEXIBLE TUBING

E. INSTALL 1 IN. LIQUID-TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE)

F. INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELEGTRICAL CONDUIT (BORED)

G. INSTALL 3 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED})

H. INSTALL 2 IN. SCHEDULE 80 RIGID-POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED)

. USE EXISTING STRAIN POLE, INSTALL 20 FT. LIGHTING ARM AND 250 WATT HIGH PRESSURE SODIUM VAPOR
LUMINAIRE, POLE MOUNTED PEDESTRIAN SIGNAL, PUSHBUTTON AND R10-4(1) SIGN,SHIELD ASSEMBLY

J. USE EXISTING STRAIN POLE, INSTALL 20 FI. LIGHTING ARM AND 250 WATT HIGH PRESSURE
SODIUM VAPOR LUMINAIRE, SHIELD ASSEMBLY

K. REMOVE EXISTING STRAIN POLE AND POLE MOUNTED SIGNAL _ W —

L. INSTALL 12 IN. X 30 FT. (TWO-PLY) STEEL STRAIN POLE WITH POLE MOUNTED SIGNAL HEAD PEDESTRIAN  / —77 -
PUSHBUTTON, AND R10-4(1) SIGN (NOTE: 1-4 IN. SCHEDULE 80, 90 DEGREE PVC CONDUIT BEND)

M. INSTALL 4 IN. SCHEDULE 80 POLYVINYL CHLORIDE ELECRICAL CONDUIT (TRENCHED)

N. ABANDON EXISTING LOOP DETECTOR

0. INSTALL 24 IN. PREFORMED PAVEMENT MARKING TAPE CXISTING R/W

P. USE EXISTING SPAN WIRE, INSTALL TRAFFIC SIGNAL HEADS, REMOVE EXISTING TRAFFIC SIGNAL HEADS

Q. INSTALLY" STEEL SPAN WIRE, TRAFFIC SIGNAL HEADS, SIGNS

XISTING R/W

R. REMOVE EXISTING SPAN WIRE, TRAFFIC SIGNAL HEADS AND SIGNS

S. REMOVE EXISTING HANDHOLE = S

T. INSTALL 3 IN. SCHEDULE 80 POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED) 'g i-i]: X

U. INSTALL 12 IN. PREFORMED PAVEMENT MARKING TAPE o Lolaj e n YA A
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