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PROJECT DESCRIPITON R

THIS PROJECT INVOLVES THE INSTALLATION OF A SB E/P LEFT TURN i ‘ N —
AND THE SPLITTING OF THE SIDE STREET PHASING OPERATION. '

MD 97 (GEORGIA AVENUE)

_______________________________ (Gr==x=
_________________________
___________ c—*j— e e e S T T T T T e e e
i i -4
T MD 97 (GEORGIA AVENUE)
0 MD 28
—_ CONSTRUCTION DETAILS
A.REMOVE EXISTING SIGNAL HEAD
B.INSTALL 12" 5-SECTION BLACK FACED TRAFFIC SIGNAL HEAD (RT ARROWS)
C.INSTALL 12”7 5-SECTION BLACK FACED TRAFFIC SIGNAL HEAD (LT ARROWS)
D.INSTALL 12“/8" 5-SECTION BLACK FACED TRAFFIC SIGNAL HEAD
E.INSTALL 12” 4-SECTION BLACK FACED TRAFFIC SIGNAL HEAD
F.INSTALL GROUND MOUNTED SIGN
G.INSTALL OVERHEAD SIGN
H.INSTALL 6x30 QUADRUPOLE LOOP DETECTOR (3-6-3 WINDING) ENCASED IN - FLEXIBLE TUBING L
I.INSTALL 1" RIGID ELECTRICAL CONDUIT (GALVANIZED SLECVE) et il
J.REMOVE EXISTING PAVEMENT MARKINGS
K.USE EXISTING HANDBOX
L.USE EXISTING CONDUIT e i
M. USE EXISTING SPAN WIRE
A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATION
[TEM # QUANTITY [ITEM DESCRIPTION | | )
9000  31.5 SF SHEET ALUMINUM SIGN i
- 1 36" X 42" R1D-12 LEFT TURMN YIELD ON GREEN BALL | Z
- 1 367 % 42" U TURN YIELD ON GREEN BALL/ARRDW
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O A N TUROR RED T oA j @NEWEGEA}/PE,LESA%EWNS MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
LEGEND OF UNDERGROUND B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR S R D ca - HEADR 2 10 Offlce of Trafflc & Safely |
AND COVERHEAD UTILITIES ITEM # QUANTITY ITEM DESCRIPTION - T B |
1007 T EA MAINTENANCE OF TRAFFIC o (G) ADD SB E/P AND SPLIT SIDE RAFFIC ENGINEERING DESIGN DIVISION
AERIAL CABLE A A 5004 200 LF REMOVE PAVEMENT MARKING TAPE-ANY WIDTH . STREET PHASING .
ELECTRIC 8015 28 EA FURNISH AND INSTALL 127 VEHICULAR TRAFFIC SIGNAL HEAD SECTION @ TIMS# E1014 11700
E E 8020 3 EA FURNISH AND INSTALL 8” VEHICULAR TRAFFIC SIGNAL HEAD SECTION 2 CJS L, 5 , MD 97 AT EMORY LANE
TELEPHONE T T 8028 1 EA REMOVE AND DISPOSE OF EXISTING EQUIPMENT-PER ASSIGNMENT
GAS 5 8039 25 LF FURNISH AND INSTALL 1“ GALVAN[ZED CONDUIT-DETECTOR SLEEVE ()
: 8050 10.5 SF INSTALL GROUND MOUNTED SIGN TS\STD. NO.: 2106E
SEWER 5 g Bost 21 ST INSTALL OVERHEAD MOUNTED SIGN T o R [ =5 S T ——
WATER 8060 200 L FURNISH AND INSTALL 2-CONDUCTIR NO 14AWG ELECTRICAL CABLE : D, F.a.pono. SEE TITLE SHE :
W W 8063 720 LF FURNISH AND INSTALL 7-CONDUCTOR NG 14AWG ELECTRICAL CABLE . . By 2106 F
; ; CHECKED BY: S.H.ACND. A BROMT25 SHEET NO
COABLE TV Tv .y 8064 430 LF FURNISH AND INSTALL LOOP WIRE CCALES "=o0 MONTGEMERY — - "
8065 112 LF FURNISH AND INSTALL SAW CUT | | | DRECTOR, TRAFF N DATE - 411997 o it 15009709.99 LIBIVL%?D" b6 oF _H9
SCTOR, TRAFFIC & SAFETY . LOG MILE: . — i




