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CONSTRUCTION DETAILS: ’ | A S ——— Y
A. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE WITH 50 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS, VIDEO GENERAL NOTES:
DETECTION CAMERAS, 20 FT LIGHTING ARM, 250 WATT HPS LUMINAIRE AND PHOTOCELL, (NOTE: INSTALL 1-3 IN. PYC SCHEDULE 1. VIDEO CAMERA LOCATION /ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
80 CONDUIT BEND). | STATION STON ; 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
B. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE WITH 50 FT. MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS, VIDEO RN H 3. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS.
DETECTION CAMERAS, 20 FT LIGHTING ARM, 250 WATT HPS LUMINAIRE AND PHOTOCELL. INSTALL COUNTDOWN PEDESTRIAN \ L Jﬂ 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR .
SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: INSTALL 1-3 IN. PYC SCHEDULE 80 CONDUIT BEND). === UPON COMPLETION OF THE NEW SIGNAL. OD NO: XX655-18
C. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE WITH 50 FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS, AND epay G o |N® 5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS SHA NO: M097285¢
VIDEO DETECTION CAMERA. INSTALL COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: INSTALL 9373 ] @/’ i H—| | |£ AND PROPERLY LABEL EACH CABLE. ' MD 108 @ Spartan Road
1-3 IN. PVC SCHEDULE 80 CONDUIT BEND). 3| 18 ; ! i 6. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT.
D. INSTALL CONCRETE FOUNDATION FOR A 27 FT.STEEL POLE WITH 38 FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS, l:u T T 1 | l:’ | |,;I IF ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL GONTACT THE PROJECT ENGINEER.
AND VIDEO DETECTION CAMERA, INSTALL COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN (NOTE: [5 [ g L [ |g 7. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED
INSTALL 1-3 IN. PVC SCHEDULE 80 CONDUIT BEND). | 5 : f l ! SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD
E. INSTALL 10" PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), AND MODIFIED BASE, COUNTDOWN PEDESTRIAN SIGNAL, | g | d £ — ” \ué 816.03, MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TQ THE
AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: 1-2 IN, PVC SCHEDULE 80 CONDUIT BEND). T Il ‘ INSTALLATION OF ALL SIGNAL EQUIPMENT.
F. INSTALL NEMA "S" BASE-MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT AS SHOWN. (NOTE: INSTALL 2-2 IN. ( N s | m i Gile | l:\@ 8. THE CONTRACTOR SHALL CONTACT BOB RICKETTS AT THE SIGNAL SHOP (240) 876-3681 STATE OF MARYLAND
AND 2-4 IN. PVC SCHEDULE 80 BENDS). | E, ‘ ! | | TO DELIVER APS EQUIPMENT FOR TESTING. DEPARTMENT OF TRANSPORTATION
G. INSTALL METERED SERVICE PEDESTAL EMBEDDED. I I ! I ] 9 THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN STATE HIGHWAY ADMINISTRATION
H. INSTALL HANDHOLE. I ! ; | ACCESSIBILITY TO ALL OTHER QUADRANTS. OFFICE OF TRAFFIC & SAFETY
J- INSTALL -4 IN. PVC - SCHEDULE 80 ELECTRICAL CONDUIT — BORED. | I Z i 10. REMOVE SIGNAL POLE, LEAVE THE FOUNDATION AND CUT THE ANCHOR BOLTS TO TRAFFIC ENGINEERING DESIGN DIVISION
K. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. i | ” i : =] THE CONCRETE MD 108 (OLNEY SANDY SPRING ROAD) AT
L. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. ] | l ' SPARTAN ROQAD
M. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED, ! i “ !\® . SEE SHEET 2 FOR HATCHING OF CROSSWALKS. OLNEY, MD
GEOMETRIC LEGEND N. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENGHED, PROVIDE CONDUIT BEND AT THE BASE OF UTIUTY POLE. | [ = [
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E E SEWER MAIN CABINET. , I H | \$V | | [ | | CHECKED BY CT/WTB TIMS NO.
. ELECTRIC CABLES ly REMOVE EXISTING SIGNAL CABINET 12 IN. BELOW GROUND GRADE AND BACKFILL. i /A I R g e | s 00 SEPRITE LT TUR T DRG0t 10 | A NG, 10D No.
T T ?EﬁéﬁhggéBtigLEs X. REMOVE EXISTING PAVEMENT MARKING, 5" LINES TO PROPOSED STOP BAR. H | . ” 5240 Rumsey Road; Suite 110 % VIDEQ DETECTION FOR NG APPROACH,
Y. REMOVE EXISTING SIGN AND SUPPORT. ; : I Columbia, Maryland 21045 ~
F F FIBER-OPTIC Z. DISCONNECT AND ABANDON EXISTING LOOP DETECTOR. " M ewarvdiecom | peficE DREGTOR we |wa | | | | e | TS NO. 2503C | DRAWING OF SHEET NO. 1 OF 3
PLO'ITED\: Manday, Jar\'luary 09, 2012 AT 11:405AM v \G \w \pSG <
FILE: P;\09-002 TEDD\Task 52 MD 108 @ Sparan Rd\Brawings\CADD\Working\pSG-P001_M108@Spartan.dgn




