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WIRING L EGEND

Al 12 PAIR JELLY-FILLED COMMUNICATION CABLE (NO.9 AW.G.)

RIGHT-OF-WAY LINE
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TO GAITHERSBURG

J0 MD 28
RIGHT-OF-WAY LINE
CONSTRUCTION DETAILS
A. INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED. ﬂ
B. INSTALL ELECTRICAL HANDHOLE. RIGHT-OF -WAY LINE
C. INSTALL 2 IN. SCHEDULE 80 RIGID PVC CONDUIT INTO EXISTING POLE BASE AND GROUT. “‘
D. USE EXISTING HANDHOLE.
E. USE EXISTING CONDUIT.
F. USE EXISTING SPAN
G. INSTALL CABLE IN CONTROLLER
FQUIPMENT ST "B"
B. EQUIPMENT TO BE SUPPLIED AND/OR INSTALLED BY THE CONTRACTOR:
SECTION QUANTITY DESCRIPTION
ROADWAY LEGEND
8027 500 L.F. FURNISH & INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED
8033 2 EACH FURNISH & INSTALL ELECTRICAL HANDHOLE FUTURE CONSTRUCTION
8039 650 L.F. FURNISH & INSTALL 12 PAR JELLY-FILLED COMMUNICATION CABLE (UNDERGROUND)
(NO. 19 AW.G.) 55-03
8065 1 EACH FURNISH & INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT BEND IN EXISTING BASE —— EXISTING GLOMETRY VTS RS ' —
8002 1 EACH GROUT EXISTING POLE BASE - — : MDOT - STATE HIGHWAY ADMINISTRATION
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