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NOTE: MD 185 IS CONSIDERED TO ' - ' 11,12,
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PHASING NOTES:
: _ 1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
SHA RIGHT OF WAY ' 2.) PHASES ASSOCIATED 8Y A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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| o ——— g - N ' T o e e b RotponatbTe i SOl ST
. . . S s ) .
Eggoggtgﬂgﬂﬁrﬂgngl heads and instal!l proposed signal heads as shown. (Note: Contractor shall \ = _ nM{SS UTILITY” prior to construction so that all utilities may be located
g 9 \ : in the field. If the contractor perceives that a conflict between the
8. Install proposed signal head as shown. , i ' t#;iiiﬂ?s gnd ﬂ?e irc?ficd?i ?l wli}rhogcgg. ﬂggf??nracfog shallsnogtfy
: * ‘ | | e project engineer immediately so tha e ¢ ct may be resolved.
C. Install 6’ x 30’ loop detector encased in 7" flexible tubing quadrupole type (3-6-3). ' : '
D. Instalt 1” liquid tight flexible non-metaliic elecirical conduit (detector wire sleeve).
E. Install 4” polyviny! chioride electrical conduit (Schedule 80) (bored).
F. Install handhole. g STATE OF. MARYLAND
G. Use existing handhole - ‘ - _ : ; DEPARTMENT OF TRANSPORTATION
H. Use existing ' Adut _ : ' STATE HIGHWAY ADMINISTRATION
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J. Install ¥4 tether wire and tether signal heads. ( MD 1 85 ( CONNECTICUT AVENUE)
K. Use existing strain pole . | | . 7 _ _ , : AND INDEPEN ENCE ST
— a® ‘ _ ok _ X ' _ AsfE N Hite S of fh’a[%’,e'/ufe:ﬂ. REET/
L. Install (1) 4% PVC bend and (1) 2" PVC bend into the existng foundation. V _ ASPEN HILL MARYL AND
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M. Remove existing pedestrian signal head., pushbutton and education sign. Install new Countdown pedestrian signal head. ' ' . : _ :
pushbutton and pedestrian education sign. (Note: Contractor shall rewire pedestrian signal head with § conductor cabie). k APPROVALS . REVISIONS '
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GEOMETRIC LEGEND & : 1,7 ‘ , P '
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Y 0. Remove existing pedestrian signal head and Install new Countdown pedestrian signal head and 3° weatherhead. STREET TRAFFIC STUDIES, LTO. & \ | g Y | #9€7, 95 I/} CHECKED BY _R. ZACHERL TIMS No. _HOT77
TELEPHONE T—7 (Note: Contractor shall rewire pedestrian signal head with 5 conductor cable). Pepco shall . 400 Crain Huy N, . A . " E.A.P. NO ,
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