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NOTE: 1. INSTALL 2 ENCH TRENCHED CONDUIT PRIGR TO ISLAND CONSTRUCTION.
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CONSTRUCTION DETAILS ’
ENSTALL 10 FT. PEDESTAL POLE WITH PEDESTRIAN SIGNAL HEADS. °
PUSHBUTTONs AND SIGN TG READ “PUSH BUTTON
CROSS “OLD GECRGETOWN RD™ (ROTE: INSTALL $-2 IN. PVC CONDUIT BEND)
INSTALL 4 IN. SCHEDULE 80, RIGID ELECTRICAL PVC CONDUIT — BORED
INSTALL ELECTRICAL HANDHOLE
CAP AND ABANDON EXISTING CONDUIT
REMOVE EXISTING PEDESTAL POLEs ALL ASSOCIATED EQUIPMENT AND WIRING
USE EXISTING HANDHOLE
USE EXISTING CONDUIT
USE EXISTING STRAIN POLE
USE EXISTING SPAN WIRE
USE EXISTING BASE MOUNTED CABINET AND CONTROLLER
INSTALL 2 IN. SCHEBULE 80 RIGID ELECTRICAL PVC CONDUIT - TRENCHED

REVISIONS

[3] reoLINE
REVISION

6/14/2005

CATEGORY
CODE

120800
203030
801004

802501
805118
805125,
811001
818004
837001
80282
861165
861108 -
865001
800000

EQUIPMENT LIST “B”

8. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.

DESCRIPTION QUANTITY  UNIT
'MAINTENANCE OF TRAFFIC LS EA
TEST PIT EXCAVATION 1 cY
CONGRETE FOR SIGNAL FOUNDATION 1 cy
NG. 6 A.W.G. STRANDED BARE COPPER GROUND WIRE. 5 LF
4 INCH SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT - BORED 40 LF
2 INCH SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT — TRENCHED 5 LF
FURNISH AND INSTALL ELECTRICAL HANDHOLE 1 EA
10 FOOT BREAKAWAY PEDESTAL POLE 1 EA
GROUND ROD - % INCH DIAMETER X 10 FOOT LENGTH 1 EA
12 INCH PEDESTRIAN SIGNAL HEAD SECTION POLE MOUNT 4 EA -
ELECTRICAL CABLE ~ 2 CONDUCTOR (NO. 14 A.¥.G.) 255 LF.
ELECTRICAL CABLE — 7 CONDUCTOR (NO. 14 A.¥.6.) 260 LF
PUSHBUTTON AND SIGN - 1 EA
REMOVE AND DISPOSE OF EXISTING MATERIAL AND EQUIPMENT LS EA

PROPOSED SIGNALS
12 -

EXISYING GEOMETRICS

SPECIAL NOTE:
SIGNAL POLE SHALL NOT BE PLACED IN
TRAVELLED WALKWAY OR SLOPE AREA.

MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
Offlce of Trafflc & Safely

TRAFFIC ENGINEERING DESIGN DIVISION
TRAFFIC SIGNAL PLAN
MD 187 AT NICHOLSON LN/TILDEN LN

ROCKVILLE, MARYLAND
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