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PROJECT DESCRIPTION

GENERAL

EQUIPMENT LIST "B”

PHASE CHART

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR S
THESE INTERSECTION IMPROVEMENTS INCLUDE ADDING A THROUGH LANE ON SPEC.
12008 6,6 LU TR0 ) S5 b S QUANTLTY NI SECTIN DEscrrTio L L
THE INTERSECTION SIGNALS ARE TO BE RECONSTRUCTED DUE TO GEOMETRIC
IFP)JIEPDREOSVT%?E'GJTS. EAST LEG AND WEST LEG WILL BE CHANGED TO HAVE ACTUATED | CY 20l TEST PIT EXCAVATION, g 3 8 3 g 3 3 3 g g g 3 3 3 ﬂ
AN PHASES. MD 355 IS ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION. , 1
I EA SP FURNISH AND INSTALL PEDESTRIAN PUSH BUTTON AND RIO-4(0) SIGN. @ @ @ _ o @ @ o o @ @ o e o e k
INTERSECTION OPERATION 420 LF 805 FURNISH AND INSTALL 3 INCH POLYVINYL CHLORIE (SCHEDULE 80) ELECTRICAL CONDUIT - TRENCHED.
e EXSTIG PHASNG. CABNET AND CONT 90 T FURNISH AND INSTALL 4 INCH POLYVINYL CHLORDE (SCHEDULE 80) ELECTRICAL CONDUIT - TRENCHED. PHASE 1 & 5 +6— |<«6— | R RO |~ G |+C— 1| R R | ~R—|=R—1 R R R R DW DW
, ROLLER ARE TO BE UTILIZED. ﬁx &
220 LF 805 FURNISH AND INSTALL 4 INCH POLYVINYL CHLORIDE (SCHEDULE 80) ELECTRICAL CONDUIT - SLOTTED. PHASE 1 & 5 CHANGE TO PHASE 1 & & OR PHASE 2 & &
THIS INTERSECTION IS TO OPERATE IN A NEMA SEVEN-PHASE, SEMI-TRAFFIC- <
ACTUATED MODE. 0 EA all FURNISH AND INSTALL HANDHOLFE. PHASE 1 & & ~-—G— |+ — G G +—R— [+R— R R R — | —R— R R R R DW DW
60 LF 5P 12 IN. WHITE HEAT APPLIED PERMANENT PREFCRMED THERMOPLASTIC PAVEMENT MARKING 1 CHANGE —Y— |—Y— G G |<R— |<+R— R R |<R— |<R— | R R R R DW DW XE
1500 LF 810 50 PAR JELLY FILLED TELEMETRY CABLE. PHASE 2 & 5 <«R— |<R— | R R |<~C—|=-06—| G 6 | ~R— |<R— R R R R DW DW 5&
PROJECT CONTACTS 80 LF 805 FURNISH AND INSTALL 2 PVC SCHED. 80 - SLOTTED. 5 CHANGE <«R— |<R— | R R | <-Y— |<Y— G G |<«R—|«<R—| R R R R DW DW —
VR, CHARLIE. WATKING VR, JOSEPH GECKLE | FA 5P FURNISH AND INSTALL CONDUIT BEND IN EXISTING CONCRETE FOUNDATION PHASE 2 & 6 «R— | <R— G G |<«R— |<R— G G |<«R— |<R-| R R R R WK DW [ —— o
DISTRICT ENGINEER DISTRICT UTILITY ENGINEER | FA 806 FURNISH AND INSTALL 20 FT.LIGHTING BRACKET ARM PED. CLEARANCE R | 4R G G «~R— | <+R— G G R | R R R R R FL/DW DW ]
(301) 513-7311 (301) 5/3-7350 =
l EA 806 FURNISH AND INSTALL 250 WATT HPS LAMP AND LUMINARE 2 & 6 CHANGE «+—R— | «+R— Y Y «R— | «—R— Y Y «R— | *R-—— R R R R DW DW O——— -O
MR. MAJID SHAKIB MR. RICHARD L. DAFF, SR.
ASSISTANT DISTRICT ENGINEER CHEF, TRAFFIC. OPERATION 170 LF 810 FURNISH AND INSTALL 2 - CONDUCTOR ELECTRICAL TRAY CABLE (NO.12 AWG) PHASE 4 & 7 «R— |«R— | R R | <R - |<r— R R |<g—|<c-| ¢ G R R DW DW ﬁ A
- c
o S, 7 CHANGE «R— |«R— | R R |=R—[<R—| R R | =Y —|=Yy—| o 6 R R DW DW
MR. RANDY BROWN MR. ROBERT GONZALES PHASE 4 & @ TR i AN A " AN EA S TR I ° ° ¢ o o b
. i G
ASSISTANT DISTRICT ENGINEER MCDPW 4 & 8 CHANGE ~R— | +R— R R |<R— |<«R—| R R |<~R— |<R—| Y Y Y Y DW DW
- MAINTENANCE (204) 777-876l
(301) 513-7304 PHASE ALT. 4 & 8 R | +R— R R |<R—|<-R—| R R |<R— | +R— G G G G DW WK Q@
i
PED. CLEARANCE <«R— | <«R— R R |<~R—|<R—| R R |<«R— |<+R— G G G G DW FL/DW J] T ;
ALT. 4 & B CHANGE R | R R R |<«R—|<R—| R R |<R— |<+R— Y Y Y Y DW DW b
MD 355 IS ASSUMED TO RUN - A
IN A NORTH-SOUTH DIRECTION B +
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INSTALL NEW CABLE INTO TERMINAL SPLICE
CABINET LOCATED SOUTH OF INTERSECTION.
CISCONNECT/REMOVE EXISTING I/C CABLE

FROM CABINET CONDUITS.

INSTALL NEW CABLE

INTO ADJACENT SIGNAL

CONTROLLER CABINET
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DISCONNECT/REMOVE

EXISTING 1/C CABLE

FROM CONTROLLER CABINET

4 ~ 34 IN. X 10 FT. GROUND ROD

PS5 — POWER SERVICE BY PEPCD

NOTE: 1.

ALL OTHER EXISTING WIRING REMAINS UNCHANGED
IN PHASE I.

. THE NEW PEDESTRIAN PLSH BUTTON IS NOT

TO BE WIRED TC THE CONTROLLER UNTIL PHASE II.

A — 50 PAIR (JELLY FILLED) TELEMETRY CABLE-

B — 50 PAIR (JELLY FILLED) TELEMETRY CABLE}).

MAINTENANCE OF TRAFFIC SIGNAL -

PHASE |

O

T'RAFFIC ENGINEERING DESIGN DIVISION

MARYLAND DOT

Office of Traffic & Safety

- STATE HIGHWAY ADMINISTRATION

GENERAL INFORMATION PLAN

MD 355 AND MD 124
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