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A. INSTALL CONCRETE FOUNDATION FOR A 165 FT.STEEL POLE WITH A SINGLE 50 FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, COUNTDOWN PEDESTRIAN P e ‘: '
SIGNAL, SIGN AND VIDEO DETECTION CAMERA. (NOTE: INSTALL 2-3 IN.PVC SCHEDULE 80 CONDUIT BEND). ' L
B. INSTALL CONCRETE FOUNDATION FOR A 165 FT.STEEL POLE WITH A SINGLE 56 60  FT. MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGN AND VIDEO DETECTION 1. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. =
CAMERA. INSTALL COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND). 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
C. INSTALL CONCRETE FOUNDATION FOR A 165 FT. STEEL POLE WITH A SINGLE 60-FT. MAST ARM, LED TRAFFIC SIGNAL HEADS AND SIGN. 3. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS.
NOTE: INSTALL 2-3 IN.PVC SCHEDULE 80 CONDUIT BEND). 4. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED OF. PEPCO #
D. INSTALL CONCRETE FOUNDATION FOR A 165 FT.STEEL POLE WITH A SINGLE so FT.MAST ARM, LED TRAFFIC SIGNAL HEADS, SIGNS AND VIDEO DETECTION 5. MONTGOMERY COUNTY FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM 741478-8135
CAMERA. INSTALL COUNTDOWN PEDESTRIAN SIGNAL, AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: INSTALL 2-3 IN. PVC SCHEDULE 80 CONDUIT BEND). THE CONTROLLER CABINET, ALL OTHER EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME - p i : —
E. INSTALL 10' PEDESTAL POLE WITH BREAKAWAY COUPLINGS, MODIFIED BASE (MD 801.01-0t), COUNTDOWN PEDESTRIAN SIGNAL, THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL. — ——
AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: -2 IN. PVC SCHEDULE 80 CONDUIT BEND). 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE J ]
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: 8. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED -
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N, INSTALL 2 IN. PV SCHEDULE 80 ELEGTRICAL GONDUIT — TRENGHED. 9. THE CONTRACTOR SHALL DELIVER APS PUSHBUTTON AND CENTRAL CONTROL UNIT TO MR. ROBERT RICKETTS AT STATE HIGHWAY ADMINISTRATION.
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