| Equipment List ‘A° )

Eqﬁfi31ncu to be supphied SHA and installed By the Contractor
'Easylock Comnector

Eaquipment to be furmished and installed by the Coniracior.

Equipment List 'B'

Removed and Salvaged Ttems

- Terra Interface Panel ITEM  QUANTITY

Terra Access Point 1002 1 EA

| Tipto Tap IF Cable-BU 5003 14 LF

Tip to Tap VF Cable-Hardwire : 5004 14 LF

| i Tema Field Ethernet Adapter S | 8019 2 EA

‘ - 8021 EA
‘ . Equipment List 'C'

DESCRIPTION

MAINTENAMNCE OF TRAFFIC PER ASSIGHMENT

REMOVAL COF EXISTING PERMANENT PAVEMENT LINE MARKINGS
24 INCH WHITE PREFORMED THERMOPLASTICPAVEMENT MARKING
F & I VIDEQ DETECTION CAMERA W/ 3 WIRE

REMOVE & DISPOSE (OF EQUIPMENT

!

QUR LADY OF SORROW

un-

12" SIGNALS

PROPOSED VIDEO

A B

DETECTION CAMERA

i1,z
WK

lzll

f Lid |
= < s
=} =,
< a8 : |
_ EARE GRACE METHODIST
— B IaE . A
' Ly - e RIGHT OF  WAY  LHME — a) e ™
| | -
- “ RIGHT OF WY LINE——
B |
% : N
\\\}‘m, ® ggcne . bEP 5303 %««E b
| Iy, [1' MM&WWMMM'WM
i _ ‘ _
e M Ay CETYINE A AT A T e e s
| _n.;! ﬂ,}ﬁk A% .é...,.. W ‘f A E\‘Jf]l"” Siw! . \(f v !"{';L v L '
; h— e : 5— ' g prpremm———— < §
e et ey ST — T { . ’ oF \ '- e . . - .—..«.-..-.-
: ! w W s w - W) e :
| g .
. IR " =
e ., . .
: . = B P
; 275" ; ! @ Il
‘ r é‘ - o, i:-‘ g {_; 1
; VID 650 (NEW
. ] | | . |
b e d . e - o
i . ‘ IS : SRS =) - s e
| ERVICE RD ol | 1 o TRIGHT OF WAY LINE ——
AY LINE IS IO _
"“él";}?vé ¥ o o T ™ T ¥ v, ” ﬂ!ﬂ ‘"ﬂv-— l S .E‘} T Lt " v
i : - Frigiu , f o Ui gy
- - SED ARTG PEP
. FEP A3Ta04 802416~
1463
! .
Construction Details
1. Use existing handhole. Remove existing loop detector lead-in cable(s).
‘ 2. Use existing conduit. Remove existing loop detector lead-in cable(s). |
\ | 3. Use existing strain pole. Remove existing loop detector lead-in cable.
% Install proposed video detection camera and lead-in cable. |
: . o ' . . . : -ABQROVAL: CHIEF
. 4. Use existing span wire. Remove existing loop detector lead-in cable. 2 SIBNAL DESION
1‘ " Install proposed video detection lead-in cable. _ ,.
5. Use existing strain pole and controller cabinet. Remove existing loop detector |
Jead-in cables for phase 4 and 8. Install proposed video detection lead-in cable. _
- . s . : : AP PROVAL DISTRAET
Traffic Operations Division personnel will program interface equipment upon Fo 1 o AENGINEER
i completion of proposed work. —_—
| 6. Remove existing stop line and replace to SHA standards. ;
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