PROPOSED SIGNS D12 T , ~ PROPOSED LED. SIGNALS NEMA PHASING
. -
3 20 2324262730313 32 36-39 28A 25A ®_/ “ i 1236?8 4591013 16 11 14 1215 17,18,19,20,21,22 @ 4 ALT.
- ' [ Milestone ™ =p] [ Dorchester > = | ‘ \ \ 8 e
1 ‘ D3-2 DUAL FACE SIGN D32 DUAL FACE SIGN |
VAR XI6" VARXIE" | 0
- - ONLY)  |oONLY ° | | -
| ARUNDEL MILLS BLVD IS ASSUMED TR3-5() Ra-50) R3-6 288 258 “ !
i ﬂ . H TO RUN iN A NORTH—SOUTH D!RECTION ' (30” x 36") (30» X 36”) (30" X 36") . W3_3 « Milestone FIOWY « Dorchester BLVD = | T 16” LED
_ { (48"x48") D3-2 DUAL FACE SIGN D3-2 DUAL FACE SIGN ' 12’ 12” s’m" COUNTDOWN
O 3 W/NEW PANEL” VARXI6" 4 VAR 16" | - PEDESTRIAN
T o (30"x30") : : SIGNAL HEAD
— g AND FLAGS 33A,33B,35A,358 | sk
=i Arundel Mills_ % ! AN
~ D3-2 DUAL PAGE SIGN z PROPOSED VIDEQ & L
. 5] DETECTION CAMERAS .
g § : FLASHING
& %] ABCD OPERATION
® ! <
| PHASING NOTES:
" 1) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
| 2) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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B " — PROPOSED GEOMETRICS \_ . T
| CONSTRUCTION_DETAILS _ b L cuemie ccoemes T s
A.INSTALL MAST ARM POLE WITH 70 FT.MAST ARM, 16 FT. STREET LIGHTING ARM WITH 250 WATT HPS LUMINIARE, SIGNAL HEADS, .R . z GENERAL NOTES
N 172 - : ‘
SIGNS AND VIDEO DETECTION CAMERA (NOTE:INSTALL 2-8 IN. SCHEDULE 80, 90 DEGREE CONDUIT BENDS) \ ‘ - T S : 4 | 1.ALL UNDERGROUND AND OVERHEAD "UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
B. INSTALL MAST ARM POLE WITH 50 FT.MAST ARM, 15 FT. STREET LIGHTING ARM WITH 250 WATT HPS LUMINIARE, ‘ o T T - H THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES
VIDEO DETECTION CAMERA, SIGNAL HEADS, SIGNS, PEDESTRIAN SIGNAL HEAD, D l N 1 Ig:g: :g:g: :8:3: _@ ( E MAY BE LOCATED IN THE FIELD.IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC- SIGNAL
* C.INSTALL MAST ARM POLE WITH 70 FT. MAST ARM, 15 FT. STREET LIGHTING ARM WITH 250 WATT HPS LUMINIARE, SIGNAL HEADS, i dedly o 11, [ f ) RN B ' 2. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,
SIGNS, VIDEQ DETECTION CAMERA, PEDESTRIAN SIGNAL, PUSHBUTTON AND SIGN. (NOTE: INSTALL 2-3 IN. SCHEDULE 80,90 DEGREE CONDUIT BENDS) | A \ el | HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS,TO MEET CLEARANCE AS SPECIFIED IN MD 816.03, MD 818.01,
& D. INSTALL MAST ARM POLE WITH 50 FT. MAST ARM, 15 FT. STREET LIGHTING ARM WITH 250 WATT HPS LUMINIARE, ' | , > MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THTE INSTALLATION OF ALL SlGNAL B
@~ — EQUIPMENT.
3 VIDEO DETECTION CAMERA, SIGNAL HEADS, SIGNS, PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND SIGN. ! | 8.THE CONTRACTOR SHALL CONFIRM THE LOCATION OF GEOMETRICS PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT.
T ~ (NOTE: INSTALL 2-3 IN. SCHEDULE 80, 90 DEGREE CONDUIT BENDS) | i
=
- E. ?OSTDA; ;gEFéOP:DDE;Tglé [\!:;LE WITH PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND SIGN. (NOTE: INSTALL 4-3 IN. SCHEDULE 80, i . . I STATE OF MARYLAND
- | DEPARTMENT OF TRANSPORTATION
22 ' F.INSTALL ELECTRICAL HANDHOLE - g 1 l | ' % | ! m - STATE HIGHWAY ADMINISTRATION
G. INSTALL 2 IN. SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT - TRENCHED ! o ﬁ ﬁ _®| OFFICE OF TRAFFIC & SAFETY
H.INSTALL 3 IN. SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT ~ TRENCHED ‘ ! | | -V TRAFFIC ENGINEERING DESIGN DIVISION
J. INSTALL 4 IN. SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT - TRENCHED _ e - |
" K.INSTALL 4 IN.SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT - SLOTTED MILESTONE P ARKWAY - TRAFFIC SIGNAL PLAN
L INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT (NOTE: INSTALL 24 IN. AND o MY | ARUNDEL MILLS BLVD. AND |
2-2 IN. SCHEDULE 80, 90 DEGREE CONDUIT BENDS) ' ' ; 4 ' f DORCHE TER BLVD .
M. INSTALL 24 IN, WHITE THERMOPLASTIC PAVEMENT MARKINGS LEGEND OF UNDERGROUND T c APPROVALS REVISIONS {ESTE /MILESTONE ROAD
N.VIDEO DETECTION ZONE AND - OVERHEAD UTILITIES RAFFIC ON: CEPTS e, T o o ez DATE ___ 9-21-06 CONTRACT No. __ BWogsVe2
0.INSTALL 12 IN. WHITE THERMOPLASTIC PAVEMENT MARKINGS AERIAL CABLE A - 325 Gambrills Road % «WM L0-J4-04 _ A
P. INSTALL MICRO-LOOP PROBE ELECTRICAL £ Suite E | | | DESIGNED BY T. ZAYDEL COUNTY ANNE ARUNDEL
Q. INSTALL 1 IN. LIQUID-TIGHT, NON-METALLIC CONDUIT - DETECTOR SLEEVE TELEPHONE T utie o ey o B st o5 L5
| ON- ' | ; e DRAWN BY T. ZAYDEL LoeMLE QA C ARU 0O.
“R.INSTALL W3-3 SIGN ON TWO, 4 IN.X 4 IN.WOOD POSTS APPROXIMATELY 300 FT.FROM INTERSECTION GAS o Gambrills, MD 21054 CHECKED B oD 58
S.INSTALL 10 FT. PEDESTAL POLE WITH PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND SIGN (NOTE: INSTALL 1-3 IN. SEWER s (410) 923-7101 f% / 4 15/18/66 i I I ' TIMS.NO. L :
SCHEDULE 80,90 DEGREE CONDUIT BEND) \éVﬁgEER iy T‘c’ FAX (410) 923-6473 sm T FAP.NO, NA ToD NO. BwgeLm sz
T.INSTALL METERED SERVICE PEDESTAL - ‘ EMAIL TRAFFIC.CONCEPTS@COMCAST.NET 4/ /3 / ¢ DRAWING MO 1'% 15 2.9 SEET MO, 1 or 2
U. INSTALL DETECTABLE - WARNING SURFACE ' : OFFICE DIREGTOR | l | TS " '
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