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1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. - i .
THE CONTRACTOR SHALL BE RESPONSIBLE EFOR NOTIEYING MISS UTILTY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES A BCD //

MAY BE LOCATED IN THE FIELD.IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL 5 _
EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THE CONFLICT MAY BE . // @
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RESOLVED. |
2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT BEING REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR //
\\ UPON COMPLETION OF THE WORK. PROPOSED L.E.D. SIGNALS PROPOSED SlGNS |
| 5. DISCONNECT EXISTING INTERCONNECT CABLE AND PULL BACK TO THIS POINT.INSTALL NEW CONDUIT AND HANDHOLES — 616 |
\\ AND RE-INSTALL THE INTERCONNEGT CABLE. | | =4S
 |4.REMOVE ANY UNUSED CABLE. 1 @ o \
\ 5.WIDENING ON CONWAY ROAD IS SHOWN ON ANNE ARUNDEL COUNTY DRAWINGS. | = onty
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FLASHING
OPERATION -
PHASING NOTES: |
1,) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE C&)NCURRENTLY.‘
2) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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T | | . ' STATE OF MARYLAND
4 | CONSTRUCTION DETAILS DEPARTMENT OF TRANSPORTATION
g o " A INSTALL 15 FT. BREAKAWAY PEDESTAL POLE WITH SIGNAL HEAD. STATE HIGHWAY ADMINISTRATION
| oL s Mo o oeae coroun e orrce or Tvec & shFey
' TRAFFIC ENGINEERING DESIGN DIVISION -
C. INSTALL 3 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT — TRENCHED |
D. REMOVE EXISTING SIGNAL HEADS AND INSTALL NEW SIGNAL HEADS AND SIGNS ON EXISTING SPAN WIRE AS SHOWN.  -% N
‘ ' E. INSTALL 3 IN. SCHEDULE 80,90 DEGREE CONDUIT BEND INTO EXISTING FOUNDATION, 0/'6\\ TRAFFIC SIGNAL PLAN .
F. USE EXISTING SPAN WIRE. - S
G. USE EXISTING CONDUIT. \ Vi MD 3 AND MD 424 /CONWAY ROAD
H. USE EXISTING HANDHOLE. : / v T
I. INSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING “ | /// ’ T : c APPROVALS REVISIONS '
J. REMOVE EXISTING PEDESTAL POLE AND ALL ASSOCIATED EQUIPMENT - 7 | ' RAFFIC ONCEPTS nc. EPLAGE PEDESTAL POLE AND =20 & 0671 _
K. REMOVE EXISTING HANDHOLE l g < DTECEON DUE O WIDENNG SCALE DATE CONTRACT NO.
L. CAP AND ABANDON EXISTING CONDUIT. A ] / s 325 Gambrills Road ) /\\’ 11-10-06 SHA_NO. BWogeM8?
M. INSTALL MICRO-L.OOP PROBE. ’ A . // * . ™Z l‘?ﬁ/gf M / |W DESIGNED BY COUNTY ANNE ARUNDEL
N. INSTALL 1IN, LIQUID-TIGHT, NON-METALLIC CONDUIT (DETECTOR SLEEVE). // QY -/ /// Suite E : AT T, FOLE J.8 /D. DODA 02000302.21
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