EQUIPMENT LIST "B”

PROJECT DESCRIPTION

EQUIPMENT LIST "A”

BY: bdonoway

GENERAL A.  EQUIPMENT TO BE SUPPLIED BY THE SHA
THIS PROJECT INVOLVES THE INSTALLATION OF APS (ACCESIBLE PEDESTRIAN SIGNALS)/CPS (COUNTDOWN B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
PEDESTRIAN SIGNALS) AND INSTALLATION OF ADA COMPL IANT CURB RAMPS AT THE INTERSECTIGN OF ITEM NO. QUANTITY DESCRIPTION
MD 170 (CAMP MEADE ROAD) AND ANDOVER ROAD IN ANNE ARUNDEL COUNTY., MARYLAND. MD 170 IS [TEM NO. QUANTITY DESCRIPTION
ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION. 9571 74 S.F. SHEET ALUMINUM SIGNS TO CONSIST OF
INTERSECTION OPERATION - 2 EACH  R10-3(1) SIGN (9 IN. x 15 IN.) TO READ “PUSHBUTTON 2001 2t CLASS 2 EXCAVATION
TO CROSS CAMP MEADE RD 2002 3 C.Y TEST PIT EXCAVATION
THE INTERSECT TION W REMAIN T ) _ g
RCTION OPERATION WILL REMAIN THE SAME - 2 EACH B A éBADﬁ 15 IN.) TO READ "PUSHBUTTON 5003 550 L.F REMOVAL OF EXISTING PERMANENT PAVEMENT L INE MARK INGS
TYPICAL MESSAGES FOR ACCESSIBLE PED SIGNALS 3 & EACH W11-15 SIGN (36 IN. x 36 IN.) 5004 665 L.F. T2 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINES
5005 45 L.F 24 INCH WHITE PREFDRMED THERMOPLASTIC PAVEMENT MARKING LINES
MD 170 (CAMP MEADE ROAD) AND ANDOVER ROAD - WEST LEG —~ 2 EACH  WIB-TpR SIGN (24 IN. x 12 IN.) ED
6001 120. L.F STANDARD TYPE A COMBINATION CURB AND GUTTER 12 INCH
STREETS AT 90 DEGREES - 2 EACH Wic—-7pL SIGN (24 IN. x 12 IN.) GUTTER PAN 8 INCH DEPTH
WAIT: "WAIT TO CROSS CAMP MEADE AT ANDOVER. WAIT."” %% ~ 2 EACH W16-9p SICGN (30 IN. x 18 IN.) 6002 710 S.F. 5 INCH CONCRETE SIDEWALK
WALK: KAPID TICK 6003 70 S.F. DETECTABLE WARNING SURFACE FOR CURB RAMPS
800 1 EACH 2-WIR NTRAL CONTROL UNIT
*  MESSAGE USED IF DISTANCE FROM NEAREST PUSHBUTTON FOR PERPENDICULAR CROSSING IS ¢ 10 z [RE CE L UNI
¥*  MESSAGE USED IF CROSSWALK DIVERGES FRCOM OR CONVERGES WITH PARALLEL TRAFFIC 8008 4 EACH AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION & SIGNS
'IN'EEEDIMEE?SSESDEE?CéNéER%Eggé?g gggFéggE#iIDNS, VARYING FROM THE ABOVE ARE TO BE APPROVED BY 8009 3 EACH BREAKAWAY PEDESTAL POLE (ANY SIZE)
8018 3 EACH LED 16 INCH COUNTDOWN PEDESTRIAN STGNAL HEAD
8033 25 L.F. 1" DETECTOR SLEEVE GALVANIZED OR FLEXIBLE LIQUID TIGHT CONDUIT
CONTROLLER REQUIREMENTS i
8041 90 L.F UP TO 4 INCH SCHEDULE 80 RIGID PVC CONDUIT — BORED
THE EXISTING BASE MOUNTED CABINET AND CONTROLLER WILL BE USED. THE CONTROLLER WILL BE
RETROFITTED TO OPERATE APS EQUIPMENT. 8043 20 L.F UP TO 4 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED
8044 115 L.F. WOOD SIGN SUPPDORTS UP TO 4" X 6
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PRO 8045 74 S.F INSTALL OVERHEAD OR GROUND MOUNTED SI1GN ( INCLUDING
JECT CONTACTS NS TALL OVERH
_ C. EQUIPMENT TO BE REMOVED AND RETURNED TO SHA
THE CONTACT PERSONS FOR SHA ARE AS FOLLOWS: 8047 185 L.F. NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
NONE
MS. KIMBERLY TRAN MR. MIKE HUBER 8051 1 EACH FURNISH AND INSTALL ELECTRICAL HANDHQLE
A T -
PEBQEIAT£18§3§§{ETO%§GINEER TRAFFIC Bﬂ%&gfC?4$E%Léz¥—%ggéNEER 8058 535 L.F. ELECTRICAL CABLE — 2 CONDUCTOR (NO. 14 AWG)
MR. JOE GECKLE MR. AVIJIT MAJI MAINTENANCE OF TRAFFIC 8060 550 L.F. ELECTRICAL CABLE — 5 CONDUCTDR (NO. 14 AWG)
ASSISTANT DISTRICT ENGINEER —~ MAINTENANCE CHIEF., TRAFFIC OPERATIONS DIVISION
PHONE: (4101 841-1000 PHONE: (410) 787-7630 THE FOLLOWING TRAFFIC CONTROL STANDARDS SHALL BE REFERENCED FOR THE PROJECT. 8062 1500 L.F. LOOP WIRE ENCASED IN FLEXIBLE TUBING (NO. 14 AWG)
ADDITIONAL TRAFFIC CONTROL STANDARDS MAY BE USED AS DIRECTED BY THE ENGINEER. 8063 160 L.F. SAW CUT FOR SIONAL (L0OP DETECTOR
STANDARD NG. MD-104.03-03 (LEFT LANE CLOSURE) STANDARD NO. MD-104.03-15 (MOBILE SERVICE WORK)
STANDARD NO. MD-104.03-05 (RIGHT LANE CLOSURE)
STANDARD NO. MD-104.03-13 (INTERSECTION FAR SIDE
CLOSURE — MULTILANE)
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