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MD 214 IS ASSUMED TG RUN IN
IN AN EAST/WEST DIRECTION.

CONSTRUCTION DETAR S:

A, USE EXISTING POLE MOUNTED CABINET AND CONTROLLER.
B, USE EXISTING HANDHOLE,

C. USE EXISTING CONDUIT,

D. INSTALL I2 IN. X 30 FT.STEEL STRAIN POLE.
F. INSTALL STEEL SPAN WIRE WITH VEHICULAR SIGNAL HEADS

AND/7OR SIGNS AS SHOWN.

Ho INSTALL HANDHOLE.

Jo INSTALL | IN, GALVANIZED CONDUIT SLEEVE
K. INSTALL 3 IN.(SCH 80)PVC ELECTRICAL CONDUIT-TRENCHED
L. INSTALL 3 IN.{SCH 80) PVC ELECTRICAL CONDUIT-BORED.

F. INSTALL PROPOSED SIGNAL HEAD ON EXISTING SPAN WIRE.
G. RELOCATE EXISTING SICNAL HEAD ON SPAN WIRE.,
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CONSTRUCTION DETAILS:

INSTALL 24 IN. HEAT APPLIED THERMOPLASTIC WHITE PAVEMENT MARKING

INSTALL & FT.X 30 FT, QUADRUPOLE TYPE (3- 6-3i LOOP DETECTOR IN

M.
. FOR STOP LINE.
' N. INSTALL NON INVASIVE PROBE SET WITH 1000 FT.LEAD IN.
r )0,
FLEXIBLE CONDUIT,
P. REMOVE EXISTING SIGNAL HEAD AND/OR SIGN ON SPAN WIRE.,
THE WILSON T. BALLARD CO. 0. REMOVE EXISTING SPAN AND TETHER WIRE. -
CONSULTING ENGINEERS R. REMOVE EXISTING POLE AND FOUNDATION BELOW GRADE.
OWINGS MILLS. MARYLAND S. REMOVE EXISTING PAVEMENT MARKING.
’ T. DISCONNECT AND ABANDON EXISTING LOOP WIRE.
U. CAP AND ABANDON EXISTING CONDUIT.
V. REMOVE EXISTING HANDHOLE.

REMOVE EXISTING YELLOW FACED SIGNAL AND REPLACE WITH BLACK FACED SIGNAL USE EXISTING WIRE.

FURNISH AND INSTALL SIGNAL HEAD AS SHOWN WITH ASSOCIATED WIRING TO CABINET

INSTALL 6’ X 30’ LOOP DETECTOR..

INSTALL 17 GALVANIZED LOOP DETECTOR SLEEVE AS SHOWN

DISCONNECT AND PULL BACK 2 — EXISTING PROBE CABLES FROM CABINET AND RE—ROUTE TO USING EXISTING SPAN.
RE-RING EXISTING SPAN FOR RE-ROUTED CABLE.

FURNISH AND INSTALL 3 INCH WEATHERHEAD ON EXISTING POLE
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UTILITY LEGEND
GAS MAIN

WATER MAIN

CAT CODE SPEC

SEWER MAIN

NUMBER SECTION QUANTITY DESCRIPTION

ADDITIONAL QUANTITIES FOR THIS REVISION

ELECTRIC CABLES

AERIAL CABLES
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805011 805 5 FT 1 INCH ELECTRICAL CONDUIT - GALVANIZED DETECTOR SLEEVE TELEPHONE CABLES
860272 814 7 EA 12 INCH SIGNAL HEAD SECTION
ShE R Ign el et Gl woenaon o oo
862101 805 500 FT  LODOP WIRE ENCASED IN FLEXIBLE TUBING NO. 14 AWG : DEPAR%?&%’;%%%@%%TMIM
862102 805 135 FT  SAW CUT FOR LOOP DETECTOR
STATE HIGHWAY ADMINISTRATION
NEW ITEMS ADDED FOR THIS REVISION | : OFF1CE OF TRAFFIC & SAFETY

1 EA FURNISH AND INSTALL 3: WEATHER HEAD
1 EA RE-RING EXISTING SPAN
814 6 EA 8 INCH SIGNAL HEAD SECTION »
TEDD APPRUVAL%OW H/15/06 | | MD 214 (CENTRAL AVE) AT MD 424
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