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. GENERAL NOTES -
I. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
" INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
* 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR
TO INSTALLATION.
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL -
-~ CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. |
4. SEE MAINTENANCE OF TRAFFIC PLANS FOR ADDITIONAL PAVEMENT
MARK ING DETAILS.
5. TRAFFIC SIGNAL OPERATION TO REMAIN THE SAME DURING STAGE 2 OF THE
DECK REPLACEMENT OF BRIDGE NO. 2079 . SEE MAINTENANCE OF TRAFFIC
PLANS. -

6. ALL TRAFFIC SIGNAL EQUIPMENT (WOOD POLES. HANDHOLES, ETC.) SHALL BE
REMOVED AT THE COMPLETION OF STAGE 2 CONSTRUCTION. THE CONTRACTOR
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' f CONSTRUCTION pETALS e O E ' %
A. INSTALL 40 FT. CLASS Il WOOD POLE., 2's5 IN. ELECTRICAL CONDUIT PVC RISER D N e - P ' B
& AND BACK GUYS. BACK GUYS WILL NOT BE MEASURED BUT WILL BE INCIDENTAL q - N e e A
- - TO THE EACH COST FOR 40 FT. CLASS 11 WOOD POLE. , e I .
- ' B. INSTALL 40 FT. CLASS Il WOOD POLE, BACK GUYS AND SIGN. .
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G) | g DIRECTION OF TRAFFIC G. INSTALL 3 IN. PVC SCHEDULE 80 ELECT?ICAL CONDUIT - TRENCHED. | TRAFFIC ENGINEERING DESIGN DIVISION
: o | . , H. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. _ | - - - , NECK REPLACEMENT OF BRIDGE NO. 2079
| &30 CRASH CUSHION SAND FILLED PLASTIC BARRELS (40 MPH) J. INSTALL 24 IN. WHITE REMOVEABLE PREFORMED PAVEMENT LINE MARKINGS (STOP LINE). |
o S , . K., INSTALL W3-3 “SIGNAL AHEAD” SIGN (48 IN. x 48 IN.) WITH “TEMP” PANEL ON TWO - ON MD RTE 258 (BAY FRONT ROAD) OVER ROCKHOLD CREEK
. DRUMS o | , . 4 IN. x & IN. TREATED WOOD POST. THE COST OF THE 4 IN. x 6 IN. WOOD SIGN SUPPORT

WILL NOT BE MEASURED BUT WILL BE INCIDENTAL TO THE SQUARE FOOT COST FOR TEMPORARY ‘
TRAFFIC SIGNS. . . - o _ —APPROVALS —REWSIONS —TRAFFIC SIGNALIZATION PLAN

L. INSTALL R10-6 SIGN (24 IN. X 36 IN.) MOUNTED ON ONE 4 IN. x 4 IN. WOGD SIGN
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