PROJECT DESCRIPTION CONSTRUCTION DETAILS | PHASE CHART

GENERAL @® INSTALL 27’ STEEL POLE WITH 38’ MAST ARM, SIGNAL HEADS, 1 2 3 4 5 6
SIGNS, 10’ STREET LIGHT ARM, AND 250 WATT HPSV LUMINAIRE
THIS PROJECT INVOLVES THE MODIFICATION OF THE EXISTING TRAFFIC SIGNAL : Z 37 pyC CONDUIT BEND). @
ON MD RTE 450 AT RIVA ROAD (CONNECTOR ‘A’) IN ANNE ARUNDEL COUNTY. | IN,‘S*?AEED;@,(Q%EL ;DL;WIiH TWIEDSO’ SAQT ARMS. SIGNAL @ 0 @ @ @ @
MD RTE 450 IS ASSUMED TO RUN IN AN EAST - WEST DIRECTION. EADS. SIGNS. 20/ STREET LIGHT ARM. AND 500 WATT HPSV | ° Q 0 0 ° “
LUMINAIRE AS SHOWN (NOTE: 1 - 3” PVC CONDUIT BEND). MINIMUM e @ @ @ @
PROJECT CONTACTS DEPTH OF FOUNDATION IN UNDISTURBED SOIL SHALL BE 10'. (5>
© INSTALL HANDHOLE.
' | © INSTALL 3” SCHEDULE 80 PVC CONDUIT — TRENCHED. . 5 5 s - -
(410) 841-5450 (410) 787-7630 (© REMOVE EXISTING STRAIN POLE, STREET LIGHT ARM. AND LUMINAIRE. PHASE 2 & 6 CHANGE v v v v R R >
() EXISTING STRAIN POLE., CONTROLLER CABINET, AND SERVICE T
MR. LARRY ELLIOTT ‘ MR. JOHN MAYS MR. BARRY KING FEED TO REMAIN. ‘ e cag 0 BE INSTALLED By | PHASE 4 R R R R G G .
ASSISTANT DISTRICT ASSISTANT DISTRICT CHIEF, TRAFFIC (D PROPOSED LOCATION OF CONTROL ABINET (TO B A -G>» RIVA ROAD
ENGINEER-TRAFFIC ENGINEER-UTILITIES ENGINEERING DIVISION a2 OTHERS IN PHASE 2). CHASE 4 CHANGE . . R R v v (CONNECTOR “A’)
(410) 841-5450 (410) 841-5450 (410) 787-4011 INSTALL 2" SCHEDULE 80 PVC CONDUIT — TRENCHED. L
(K) INSTALL THREE. 1” NON-METALLIC CONDUIT SLEEVES. :
() INSTALL PROBE DETECTORS. -«
M INSTALL 6'X30’ LOOP DETECTOR QUADRAPOLE CONFIGURATION (3-6-3). FLASHING ey ey L ey Lesy L eLsr | ELR BN
(N) REMOVE EXISTING STRAIN POLE. OPERATION : \
©) REMOVE EXISTING OVERHEAD SPAN WIRE AND TRAFFIC SIGNAL CABLES. | Tf”
®) REMOVE EXISTING OVERHEAD TRAFFIC SIGNAL CABLES.
@ INSTALL 2" SCHEDULE 80 PVC CONDUIT RISER ON BG&E POLE NO. 303255.
(R) REMOVE AND FILL EXISTING HANDHOLE.
() SPLICE EXISTING DETECTOR LDOP TO NEW 2-CONDUCTOR (ALUMINUM Ny,
SHIELDED) CABLE. EQUIPMENT LIST 'B
(D INSTALL 1” NON=METALLIC CONDUIT SLEEVE.

- B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

[TEM QUANTITY DESCRIPTION
o ELW 2001 1 CY TEST PIT EXCAVATION
(L 8001 8  CY FURNISH AND INSTALL CONCRETE FOR SIGNAL FOUNDATION
b 8002 425  LF FURNISH AND INSTALL 2" SCHEDULE 80 P.V.C. CONDUIT — TRENCHED
/ 8003 482  LF FURNISH AND INSTALL 3” SCHEDULE 80 P.V.C. CONDUIT — TRENCHED

WITH ANCHOR BOLTS

! o E.F. Gy QY ML 8004 166 LF FURNISH AND INSTALL 3” SCHEDULE 80 P.V.C. CONDUIT - BORED
‘ ' 8005 30 LF FURNISH AND INSTALL 1" LIQUID TIGHT NON-METALLIC SLEEVE
V//M | 8006 7 EA FURNISH AND INSTALL HANDHOLE
3 | 8007 1 EA FURNISH AND INSTALL SINGLE MAST ARM POLE 27', 38’ SERIES
[ WITH ANCHOR BOLTS
shhbs 8008 1 EA FURNISH AND INSTALL TWIN MAST ARM POLE 27', 50'/50' SERIES
LW |

8009 3 EA FURNISH AND INSTALL 12", ONE-WAY, THREE SECTION (R,Y.G)
i : ADJUSTABLE TRAFFIC SIGNAL HEAD MAST ARM MOUNT
== ; 8010 2 EA FURNISH AND INSTALL 3M TYPE, 12”, ONE-WAY, THREE SECTION
=== ~¢//ﬁ (R+Y+G) ADJUSTABLE TRAFFIC SIGNAL HEAD MAST ARM MOUNT
== E.F.G K QY LR 8011 1 EA FURNISH AND INSTALL 12", ONE-WAY, FOUR SECTION (R,Y,G,GA)
Lo RS W NS /\\__ ' ADJUSTABLE TRAFFIC SIGNAL HEAD MAST ARM MOUNT
CRlcuw _—\\3 === f E,F,Q,Y 8012 23 SF FURNISH AND INSTALL FLAT SHEET ALUMINUM SIGN — REGULATORY
8013 7 SF FURNISH AND INSTALL FLAT SHEET ALUMINUM SIGN — GUIDE
EVFaGyH, IodsK,QuY 8014 1 EA FURNISH AND INSTALL 10’ LIGHTING ARM, CLAMP ON
, 8015 1 EA FURNISH AND INSTALL 20’ LIGHTING ARM, CLAMP ON
WIRING KEY 8016 2 EA FURNISH AND INSTALL LUMINAIRE (250 WATT HPSV)
8017 3 LF FURNISH AND INSTALL MICROLOOP TRIPLE PROBE SET (500')
\ . 8018 1955 LF FURNISH AND INSTALL 2-CONDUCTOR ELECTRICAL CABLE. ALUMINUM
A A SHIELDED (NO. 14 AWG.)
c 7 7—CONDUCTOR ELECTRICAL CABLE 8019 656 LF FURNISH AND INSTALL 2-CONDUCTOR ELECTRICAL CABLE, TYPE T/C
0 U (NO. 14 A.W.G.) (NO. 12 AWG.)
- v 8020 718 LF FURNISH AND INSTALL 5-CONDUCTOR ELECTRICAL CABLE, (NO. 14 AWG.)
- 2—CONDUCTOR ELECTRICAL CABLE 8021 2003 LF FURNISH AND INSTALL 7-CONDUCTOR ELECTRICAL CABLE., (NO. 14 AWG.)
5 (ALUMINUM SHIELDED) 8022 558 LF FURNISH AND INSTALL STRANDED BARE COPPER GROUND WIRE (NO. 6 AWG.)
¥ W STRANDED BARE COPPER GROUND WIRE 8023 1913 LF FURNISH AND INSTALL LOCOP DETECTOR WIRE (NO. 14 AWG.) ENCASED
1 X (NO. 6 A.W.G.) | IN FLEXIBLE TUBING
| 8024 527 LF FURNISH AND INSTALL SAWCUT FOR LOOP DETECTOR
8025 1 EA REMOVE AND DISPOSE OF EXISTING FOUNDATION 127 BELOW GRADE
y 12 PAIR COMMUNICATION 8026 1 LS REMOVE EXISTING EQUIPMENT
CABLE, (JELLY FILLED) 8027 20 LF FURNISH AND INSTALL 2” PVC RISER
K MICROLOOP PROBE LEAD-INS | 8028 665 LF FURNISH AND INSTALL 12-PAIR COMMUNICATION CABLE (JELLY FILLED)
UNDERGROUND
ELW | EXISTING LOOP WIRE |
AN L 2—CONDUCTOR ELECTRICAL CABLE
| P SN M (NO. 12 A.W.G.)
o e N N B LW LOOP WIRE (NO. 14, A.W.G.)
RN M J RN . 0 5—~CONDUCTOR ELECTRICAL CABLE
P \<\%\\ //// \\£>£\\§& - g (NO. 14 A.W.G.) ML | MICROLOOP PROBE | TS- 4
SN S ELW .
\%/ ‘ LOG MI. 02045009.82
A8 LoDl M, (EVLIONS N —serrovas /] c MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
@ REBUILD TRAFFIC SIGNAL
i N\ A Offlce of Trafflc & Safely
— ST. DIVISION € TEDD
K T — \ y TRAFFIC ENGINEERING DESIGN DIVISION
%
ASST.DISTRICT\E/(\NEER. TRAFFIC TRAFFIC SlGNALIZATION PLAN
| | | | | | MD ROUTE 450 AND RIVA RD./CONNECTOR A’
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