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A. INSTALL NEW VEHICULAR LED TRAFFIC SIGNAL HEADS. o 7 GENERAL NOTES — 065"
B. RELOCATE EXISTING SIGNAL HEAD AS SHOWN | 1:g#iﬁg%géngP?EAlgAEBéCTgé%%I%EcgﬁﬁgEED BY THE CONTRACTOR UTILIZING MDSHA R
C. REMOVE EXISTING SIGNAL HEAD ' | |
2. WITHIN 36 IN. OF UNDERGRGUND UTILITY LGCATIONS. THE CONTRACTOR SHALL BE REQUIRED
D. RELGCATE EXISTING VIDEQO DETECTION CAMERA AS SHOWN. TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND.
E. RELOCATE EXISTING SIGN. 5. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.
F. INSTALL NON-INVASIVE MICROLOOP PROBE SET.
4. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDENED ELECTRICAL CABLES.
K. REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT.
5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE
L. ABANDON EXISTING CONDUIT; CAP AT NEAREST HANDHOLE(S). SIGNAL CGNTRACTOR UPON COMPLETION OF THE SIGNAL MODRIF ICATIGN.
M. USE EXISTING HANDHOLE. 6. VIDEO CAMERA LOCATIGON/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
N. USE EXISTING CONBUIT. / ©. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE MDSHA STANDARDS.
0. USE EXISTING BASE MGUNTED CABINET AND CONTROLLER. /
P, USE EXISTING SIGMNAL POLE. /
. REPLINE REVISION NO. 2 JULY 2010
0. INSTALL OVERHEAD SIGN ON EXISTING MAST ARM. i W PP OFFICE
S O, CO323517 ‘il N .
R. INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS Aﬂ&%-, SHA NO. CO3235170 TRAFFIC ENGINEERING DESIGN DVISION
STOPL INE.
REDLINE REVISION NO.1 MARCH 2010 MD 404 (SHORE HIGHWAY) at
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