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-Equipment List ‘A? | ;
Equipment fo be supplied and instalied. I
By the SHA |
Communication Panel
TS§-2 Mini-Hub
TS-2 Mini-Bub Cables .
- Industrial S0k Modem .
- SDLC Cables
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Equipment List 'C"
Removed and Splvaged Items

Aspit, Shid,

NONE

| __ Equipment List ‘B!
Equipment to be fumished and instalied by the Contractor.
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N ITEBM QUANTITY  DESCRIPTION
1001 1 EA MAINTENANCE OF TRAFFIC PER ASSIGNMENT
- ) - | 5004 205 LF 24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT
MARKINGS |
5005 205 LF REMOVAL OF EXISTING PERMANENT PAVEMENT LINE MARKINGS
ANY WIDTH
8002 1 EA CONTROL CABLE 400 FT. VIDEO DETECTION CAMERATO
‘ T ——— . * CONTROLLER :
Lonstruction Detanls | 5020 1 EA REMOVE AND DISPOSE OF EQUIPMENT (PER ASSIGNMENT) !
8041 10 LF 1 IN. LIQUID TIGHT FLEXABLE NON-METALLIC CONDUIT FOR .
Install triple Micro Loop probe sets. DETECTOR SLEEVE
P PP 8047 3 EA MICROLOOP PROBE, 1000 FOOT LEAD IN CABLE
Use existing handhole. Cap and abandon existing detector sieeves. Rez};mve existing loop detector lead- 8053 s ea VIBEO DETECTION CAMERA
in cables. Install proposed iriple micro loop probe lead-in cables and 1” liquid tight flexible non-metallic .

conduit (detector sleeve). | 8070 45 LF SAW CUT FOR SIGNAL {LOOP DETECTOR)

Use existing conduit. Remove existing loop detector lead-in cables and install proposed triple micro loop

probe lead-In cables. - TRAFFIC SIGNAL SYMBOLS
Use existing handhole Remove existing loop detector lead-in cables and install proposed triple micro
loop probe lead-in cables. EXISTING PROPOSED
-8 - Use existing sirain pole. Remove existing loop detector lead-m cableﬂ Install proposed friple micro loop o HANDHOLE . [
& probe lead-in cables, | | | _
$ E LOOP DETECTOR(6X30) o e
§ Sa.  Use existing strain pole. Remove existing loop detector lead-in cables. Install proposed triple micro Joop . - e
;. probe and video detectmn lead-in cables, | F=n
o Ll LOOP DETECTOR(6X6) L. InstaHlation of Video Detection - ..
~ Use existing luminaire arm. Install proposed video camera and video detection lead-in camera. o - ~ . 02/06 CTINSER
METRlC LEGE D L T R e e e e CONDUIT e i F OTZBGS - (93—‘
GEOMETRIC LEGEND , SWNGL S
| 7. Use existing span wire, Remove e}nsnng loop detector 1ead-in cables and install prﬂposed triple micro etats) MICRO LOOP FROBE SET X © | ‘ H! ST z ernber 28, 1983,
. e - ; loop probe and video detection lead-in cables. 200M LENS IMAGE SENSOR ‘MQ 4 due t % ¢ afMD 337 -§
e et [ axm=n: PROPOSED GEOMETRICS B<a M Mod: duo | ‘bvﬂ“’s ,_glg,? f2 {

8. Use existing cnndmt Remove existing loop detection lead-in cables. Install proposed video detection
and friple micro loop probe lead-in cables.
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9. U {ing handhole. Remove existing loop detector lead-in cables, Install d video detecti . NIDE:
UTILI'I-"Y LEQEND ansc? fr?é?ell;%lcro loop probe lead-in cab{gesn p EHREDLTET PEDIES, TS pIOpOSEE vided ceieetion We of: !Ifmfﬁa & S'Qfé%y‘
s
, & G- GAS MAIN 10.  Use %:;isting handhole. Cap and abandon existing detector sleeves. Remove existing loop detector lead- TRQFFIO‘ _ENGINEER?NG DES‘GN?“DMSIQﬁ LoauLE VR 18L00408:4S:
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TELEPHONE CABLES
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Use existing conduit. Remove existing loop detector lead-in cables.
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Use existing controller cabinet. Remove existing loop detector lead;-m cables for phascs 6 and 3. Install
proposed video detection and triple micro loop probe lead-in cables. TOD personnel will install and
program video detection interface eqmpment and re-tune amphﬁers upon completion of proposed
detection work.
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Remove stopline and replace in accordance to SHA Standards,



