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MD 4 [S ASSUMED TO RUN
IN A NORTH/SOUTH DIRECTION

CONSTRUCTION DETAILS

D. INSTALL ELECTRICAL HANDHOLE.

A. INSTALL 27’ STEEL POLE WITH TWIN 50 / 70’ MAST ARMS, LED TRAFFIC

SIGNAL HEADS,VIDEO DETECTION CAMERA, SIGNS, AND 15’ LIGHTING

ARM WITH 250 WATT HPS LUMINAIRE.{(NQOTE: 2-3" 90° PVC BEND). A
B. INSTALL 27’ STEEL POLE WITH 50’ MAST ARM, LED TRAFFIC SIGNAL §3~

HEADS, VIDEOQ DETECTION CAMERAS, SIGNS, AND 15° LIGHTING 4

ARM WITH 250 WATT HPS LUMINAIRE, (NOTE: 2-3" 90° PVC BEND). S

A
-C. INSTALL 100 AMP METERED SERVICE PEDESTAL. é?
Q>

BASE-MOUNTED CABINET.

E.
F.

G. INSTALL 2°
H. INSTALL 4°
J. INSTALL 47
K. INSTALL 3"
L.

FOUNDATION

12" BELOW GROUND GRADE,

SCHEDULE
SCHEDULE
SCHEDULE
SCHEDULE

80
80
80
80

USE EXISTING HANDHOLE.,

0. USE EXISTING HANDHOLE.,

P. USE EXISTING CONDUIT.,

_ ___RIGHT O

T0: Shadyside Ave

RIGID
RIGID
RIGID
RIGID

INSTALL NEMA CONTROLLER WITH ALL NECESSARY EQUIPMENT HOUSED IN A SIZE"6"

INSTALL NON-INVASIVE PROBES WITHIN 3" SCHEDULE 80 RIGID PVC CONDUIT- BORED.

PVC CONDUIT— TRENCHED.
PVC CONDUIT- SLOTTED.

PVC CONDUIT- TRENCHED.
PVC CONDUIT- TRENCHED.

PULL BACK DISCONNECTED INTERCONNECT CABLES,
RE-ROUTED TO PROPOSED CONTROLLER/CABINET LOCATION.

M. REMOVE EXISTING SIGNAL STRUCTURE AND ATTACHED EQUIPMENT. REMOVE /
12" BELOW GROUND GRADE. (CAP AND ABANDON CONDUITS).

N. REMOVE EXISTING CONTROLLER/CABINET AND EQUIPMENT. REMOVE FOUNDATION

(CAP

AND ABANDON CONDUITS).

(REMOVE UNUSED CABLES).
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f—vaéé;\\(i;TB}SCONNECT EXISTING PROBES AND SAMPLING PROB

oy

(REMOVE UNUSED CABLES).

—
193] s A AN

~ BUS STOP
w W/CON PAD

-]

aus STOP  __———

B ROV S NN

ES, C
AND REMOVE ATTACHED CABLES FROM EXISTING HANDHOLE

AND CONDUIT.
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1. VIDED CAMERA LOCATION / ALIGNING SHALL
WITH THE SHA ENGINEER.

3. ALL PAVEMENT MARKINGS DETAILED ARE
ACCORDANCE WITH MSHA STANDARDS.
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BE COORDINATED

2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND
CABINET LOCATIONS PRIOR TO INSTALLATION.-

TO BE INSTALLED IN

4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED BY THE
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1,4 2,5 3,.6,7., NEMA PHASITNG
8,9,10
@o @) ° - e e
‘3
12H 8” ']2” 12" S P
: % | !
VAN 1 1
Vs ~ .
.—.—. FLASHING
CiDeCeCre @5 B 6 @ 8 OPERATION
VIDED DETECTION
DI CuicRA PHASING NOTES:
VIDED DETECTION 1. PHASES ASSOCTATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY,
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2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

R. REMOVE EXISTING HANDHOLE., CAP AND ABANDON CONDUIT. ! 6 TRAFFIC SIGNAL EQUIPMENT REWOVED BY THE
— , CONTRACTOR . FETY
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