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PHONE SERVICE MEDIAN DETAIL | ST SPECTAL NOTES
POWER SERVICE il 8 I
S —— [ . I 1. THE CONTRACTOR SHALL EXCERCISE CAUTION WHEN WORKING IN THE AREA OF THE PROPOSED CABINET
I DEPRESSED CURB AND GUTTER,
= _ %5 TO AVOID THE UNDERGOUND FIBER OPTIC LINE. THE CONTRACTOR SHALL TEST PIT TO DETERMINE THE EXACT
= - e INTO EXISTING = LOCATION OF THE LINE AND NOTIFY THE PROJECT ENGINEER IF HE PERCEIVES THAT A CONFLICT MAY EXIST.
™~ CURBL INE ,
_______ gg 2. THE SIDEWALK THAT 1S TO BE INSTALLED OUTSIDE OF THE EXISTING SHA ROW ON THE NORTH SIDE OF THE
T _ﬂ __m N1 REMOVE EXISTING ASPHALT AND CURB — ROAD SHALL BE BUILT BY THE CONTRACTOR USING THE RIGHT OF ENTRY ON FILE TGO WORK OUTSIDE THE ROW.
INSTALL 4" SIDEWALK TO ROAD GRADE <7
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DL STARRE JHGI2A
CONSTRUCTION DETAILS ' STATE OF MARYLAND
, . | DEPARTMENT OF TRANSPORTATION
A. INSTALL 21° STEEL POLE WITH 50° MAST ARM. SIGN. SIGNAL HEADS, AND ELECTRICAL UTILITY STATE HIGHWAY ADMINISTRATION
SERVICE EQUIPMENT FOR OVERHEAD SERVICE FEED. (2-3” AND 1-2" CONDUIT BEND IN BASE) :
B. INSTALL 21' STEEL POLE WITH 50’ MAST ARM. SIGN AND SIGNAL HEADS ' OFFICE OF TRAFFIC & SAFETY
N , . TRAFFIC ENGINEERING DESIGN DIVISION
C. INSTALL 10’ PEDESTAL POLE ON BREAKAWAY BASE WITH AUXILIARY SIGNAL CABINET (SEE NOTE ON SHEET 2)
D. INSTALL NEMA SIZE 6 BASE MOUNTED CABINET MD 410 @ Editor’'s Park Drive
E. INSTALL ELECTRICAL HANDBOX Flag in the Alr
F. INSTALL 4” SCH 80 RIGID PVYC CONDUIT-BORED Traffic Signal Plan TS # 4368
G. INSTALL 4”7 SCH 80 RIGID PVC CONDUIT-TRENCHED
H. INSTALL 3" SCH 80 RIGID PVC CONDUIT-TRENCHED APPROVALS REVISIONS
© I. INSTALL 2“ SCH 80 RIGID PVC CONDUIT-TRENCHED
L) J. INSTALL ADA RAMP WITH DETECTABLE WARNING SURFACE SCALE 7:20 DATE _ 1272004 CONTRACT NO.
> K. INSTALL 4" CONCRETE SIDEWALK . ' | | | | |
GEOMETRIC LEGEND : . . ’
;% o — — — — EXISTING L. REMOVE EXISTING BLACKTOP SURFACE AND INSTALL 4” CONCRETE SIDEWALK. INSTALL DEPRESSED CURB AND GUTTER DESIGNED BYC. Strain COUNTY Frince George s
EE PROPOSED AROUND EDGE OF SIDEWALK. TIE INTO EXISTING CURB LINE. SEE DETAIL ABOVE. DRAWN BY'C. Strain LOGMILE 76041002.04
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