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PROJECT DESCRIPTION CQUIPMENT LIST ”A FQUIPMENT LIST "B
GENERAL :
—— A EQUIPMENT TO BE SUPPLIED BY THE SHA B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
THIS PROJECT INVOLVES THE INSTALLATION OF A NEW TRAFFIC CONTROL SIGNAL AT THE INTERSECTION OF TEM NO. QUANTITY DESCRIPTION
MD 725 AND JOHN ROGERS BLVD. IN PRINCE GEORGES COUNTY. MD 725 IS ASSUMED TO RUN IN AN —_— SLbrdth LLLE S ITEM NO. QUANTITY DESCRIPTION
EAST—~WEST DIRECTION. __ ~ AR
ION W E HARDWIRED INTERCONNECTED TO THE INTERSECTION OF MD 725 AND BROWN oo ! encr DE}EggR QXSEHERV;E; ESQEE\EL e 1001 ! EACH MAINTENANCE OF TRAFFIC
IN TION WILL B IN 1 EAC DETECTOR PO
E?E,ONTERR&& i 9004 | EACH 2001 3 CY. TEST PIT EXCAVATION
2014 > EACH ééi\llEL I?ENAED_%;H I\HDF?J%%?EEEEER%I\I}?AE}RRE’TG' oERAnE,E's% 5004 55 L.F 24 IN. WHITE PERMANENT PREFORMED
INTERSECTION OPERATION ARM MOUNTING AND TUNNEL VISORS. - PAVEMENT MARKING TAPE
THE INTERSECTION WILL OPERATE IN A NEMA FOUR-PHASE, FULL—TRAFFIC~ACTUATED MODE, WITH THE MD 725 9018 1 EACH 12 IN., ONE—WAY, FIVE—SECTION (R,Y,YA,G,GA) TRAFFIC 8001 8 C.Y. FURNISH AND INSTALL CONCRETE FOR
APPROACHES OPERATING CONCURRENTLY AND THE JOHN ROGERS BLYD. APPROACH CPERATING ALONE. SIGNAL HEAD WITH ADJUSTABLE BRACKET FOR MAST SIGNAL FOUNDATION
ARM MOUNTING AND TUNNEL VISORS. 8011 2 EACH INSTALL SIGNAL HEAD
AN EXCLUSIVE—PERMISSIVE LEFT TURN PHASE WILL BE PROVIDED FOR EASTBOUND MD 725. 9028  EACH 19 IN.. ONE—WAY. THREE—SECTION (RY.G.) TRAFFIC
- | SIGNAL HEAD WITH ADJUSTABLE BRA%K’E’r’ OR 8016 1 EACH FURNISH AND INSTALL MICRO~LOOP PROBE
CONTROLLER REQUIREMENTS PEDESTAL MOUNTING AND TUNNEL VISORS. SET WITH 500 FT. LEAD—IN
INSTALL A FULL—TRAFFIC—ACTUATED, EIGHT~PHASE CONTROLLER WITH ONE (1) FOUR—CHANNEL, TIME—DE%LAY— 5086 1 EACH CABINET ~ WITH TELEMETRY (SYSTEM), SIZE 6 8017 1 EACH ELE;_;F?N\LSHHH A1I\ICI)DO ANSF,_}ALII__EA\\ADICFEQI\?—LOOP PROBE
OUTPUT LOOP DETECTOR AMPLIFIER RACK MOUNT, RACK DETECTOR SYSTEM, AND ASSOCIATED HARNESS . , i
HOUSED IN A BASE MOUNTED SYSTEM CABINET. 9089 120 S.F. SHEET ALUMINUM SIGNS TO CONSIST OF : i
© EACH D3-2 DUAL FACED SIGN "JOHN 8020 1 EACH INSTALL. CONTROLLER AND CABINET ~ BASE MOUNT
ROGERS BLVD. (VARIABLE X 16 IN.) 8021 470 LF. FURNISH AND INSTALL SAW CUT FOR SIGNAL
— MAST ARM MOUNT (LOOP DETECTOR)
—~ 2 EACH W3—3 SIGN (36 IN. X 36 IN.) WITH 8023 30 L.F FURNISH_AND INSTALL 1 IN. LIQUID TIGHT FLEXIBLE
"NEW’ PANEL (24 IN. X 24 IN.) NON—METALLIC CONDUIT FOR DETECTOR SLEEVE
GROUND MOUNT 8024 455 L.F. FURNISH AND INSTALL 2 IN. SCHEDULE 80
— 1 EACH R10—-12-2 SIGN (38 IN. X 42 IN.) RIGID PVC CONDUIT — TRENCHED
~ MAST ARM MOUNT 8026 30 L.F. FURNISH AND INSTALL 2 IN. SCHEDULE 80
| RIGID PVC CONDUIT — BORED
5087 1 EACH CONTROLLER — ASC Il WITH TELEMETRY MODULE 5050 ‘o Lr FURNISH AND INSTALL 4 IN. SCHEDULE. 80
9095 1 EACH 14 FT. PEDESTAL POLE WITH BREAKAWAY BASE o RIGID PVC CONDUIT — TRENCHED
e 1 EACH 21 FT STEEL POLE WiTH TWIN 50 FT./40FT. MAST ARMS 8031 90 L.F. EPGFTSJISP@CAI\(IS% Q%BT}ALE AéLi(I)\jﬁESSHEDULE 80
8032 120 L.F. FURNISH AND INSTALL 4 IN. SCHEDULE 80
RIGID PVC CONDUIT — BORED
8033 7 EACH FURNISH AND INSTALL ELECTRICAL HANDHOLE
8034 3 EACH FURNISH AND INSTALL GROUND ROD — 3/4
IN. DIAMETER X 10 FT. LENGTH
8039 800 L.F. FURNISH AND INSTALL. 12—PAIR COMMUNICATION
CABLE, JELLY—FILLED (UNDERGROUND)
8040 980 L.F, FURNISH AND INSTALL LOOP WIRE ENCASED
IN FLEXIBLE TUBING (NO. 14 AW.G.)
8041 330 L.F. FURNISH AND INSTALL ELECTRICAL CABLE-—
2 CONDUCTOR ALUMINUM SHIELDED (NO. 14 AW.G.)
8044 80 L.F. FURNISH AND INSTALL ELECTRICAL CABLE—
5 CONDUCTOR (NO. 14 AW.G.)
8045 840 L.F. FURNISH AND INSTALL ELECTRICAL CABLE—
7 CONDUCTOR (NO. 14 AW.G.)
8046 280 L.F. FURNISH AND INSTALL ELECTRICAL CABLE—
WIRING DIACGRAM 2 CONDUCTOR (NO. 12 AW.G.)
| >
8049 270 L.F. FURNISH AND INSTALL STRANDED BARE
PHASE CHART COPPER GROUND WIRE (NO. 6 AW.G.)
8050 260 L.F. FURNISH AND INSTALL ELECTRICAL CABLE—
v 1 CONDUCTOR (NO. 4 AW.G.) THNN/THWN
, . 8052 40 L.F. FURNISH AND INSTALL WOOD SIGN
/] /| SUPPORTS (4 IN. X 6 IN.)
8053 32 S.F. INSTALL GROUND MOUNTED SIGNS
8054 11 S.F. INSTALL OVERHEAD SIGNS
8069 30 L.F. FURNISH AND INSTALL 1 IN ELECTRICAL CONDUIT —
1 2 3 4 5 6 7 GALVANIZED RISER FOR PHONE DROP
8070 1 EACH CONTROL AND DISTRIBUTION EQUIPMENT
® @ ® ® @ ® ® 8077 1 EACH INSTALL 14 FT. BREAKAWAY PEDESTAL POLE
0 &0 “ “ 0 0 0 8080 1 EACH INSTALL MAST ARM POLE AND TWIN
@ @@ @ 0 0 0 @ 50 FT/40 FT MAST ARMS
NEG. LUMP SUM TREE TRIMMING
i L
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OPERATION / / / / / / / &
REVISIONS 'APPROVALS REVISIONS
WIRING KEY MARYLAND DOT — STATE HIGHWAY ADMINISTRATION
B Office of Traffic & Safety
— ASSISTANT DIVISION CHIEF
2—-CONDUCTOR ELECTRICAL CABLE J O\ MICRO-LOOP PROBE LEAD—IN . O, 14 AW.G) , . , . _ _
A f GO SEEEED) No- TAohwe. i F NG (W} LOOP WRE (NO. 14 AWG T rarric €o NCEPTS, . — TRAFFIC ENGINEERING DESIGN DIVISION
B | 5-CONDUCTOR ELECTRICAL CABLE i} STRANDED BARE COPPER GROUND — pgh DROPOSED UNDERGROUND ELECTRIC - |
8 [ (NO. 14 AW.G.) WIRE (NO. 6 AW.G.) SERVICE BY PEPCO Brightview Business Center ASST. DISTRICT ENGINEER, TRAFFIC GENERAI_ |NFORMAT|ON SH EET |
s _J — . :
- @ g—CONDUCTOF\S FLECTRICAL CABLE = 3/4 IN. X 10 FT. GROUND ROD 8258 Veterans Highway T MD 725 AND \JOHN ROG ERS BI_VD
F L 7-CONDUCTOR ELECTRICAL CABLE o | (NO. 4 AWG Suite 19B :
g (NO. 14 AW.G.) S ONOLATOR CLETRCAL cans Millersville, MD 21108 CHIEF, TRAFFIC ENGINEERING DESIGN DIV. DATE: 10~13—g7 DRAWN BY: T, ZAYDEL FAP. NO. BLAL
. 12_PAR VOICE GRADE " (ALUMINUM SHIELDED) NO. T4 AW.C. (410) 987-0427 SCALE: NONE DESIGNED BY: T. ZAYDEL | S.HA. NO. A MG SHEET NO.:|  SHEET NO.
[ i
!} INTERCONNECT CABLE I T l I DIRECTOR, OFFICE OF TRAFFIC & SAFETY APPROVED BY: CHECKED BY: K. SCHMID | COUNTY PRINCE GEORGES TS—37466I 2 OF _2.




