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| PHASING NOTES: |
1) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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A. Install 12" x 32’ steel strain pole as shown. (Note: 1-3”, 90°polyvinyl chliroide \§ 4/7 L1 i}ﬁ
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(Schedule 80) bend.)
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Install temporary back guy as shown. Back guy shall bé removed upon the removal
of the existing span wire. .

Remove existing strain pole, foundation 12 in. below grade and temporary back guy.

"

Install 33" steel span wire. traffic signal heads., relooo+ed opticom eye and signs as shown. (Note: Signal heads and
signs to be tethered using !/ tether wire.) ~ : A -

Install 34" steel span wire, traffic signal heads and relocated opticom eye as shown. (Note: Signal heads
to be tethered using 7 tether wire.) | - -

Use existing base mounted cabinet cﬁd controller.

Locate existing conduit and install handhole.

Install 3” polyvinyl chloride electrical conduit (Schedule 80) (+renched).

Remove existing span wire, tether wire, signal heads and sign(s). (Note: Opticom eye
shall be relocated to new span).

Rewire existing loop detectors with 2 conductor aluminium shielded cable. (See wiring diagram).
Rewire existing pedestrian signal head and pushbutton with new cable. (Sée wiring diagram).

Use existing conduit. , | |

Use exiéfing handhole.

Cap and abandon ex?s+¥hg conduit.

Use existing span wire.'}

Install 3" polyvinyl chloride electrical conduit (Schedule 80)?(pushed).
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GENERAL NOTES

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. |
THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY
SO THAT THE CONFLICT MAY BE RESOLVED.
2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY
OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL WORK.

AND ASSOCIATED EQUIPMENT
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