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PROJECT DESCRIPTION EQUIPMENT LIST ‘A’ EQUIPMENT LIST ’B
| | | B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
PROJECT DESCRIPTION B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE STATE HIGHWAY ADMINISTRATION. CATEGORY |
TATBLETEUEEL OLLES I, OBLTION OE B TAAPELC Slobs 20T g i Ut CATEGORY - MEMNO. Tegpe - A e
MOVEMEN M WESTBOUND MD 1 W ND M WIDENIN s -
TO TWO LANES FOR THE TURN MOVEMENT AND VIDEO DETECTION FOR THE INTERSECTION ITEM NO. CODE QUANTITY DESCRIPTION {007 120500 s MAINTENANCE OF TRAFFIC
OF MD 175 AND MD 108 IN HOWARD COUNTY. THE EXISTING TRAFFIC CONTROLLER WILL | | EXCAVAT
BE CONNECTED TO AN UNDERGROUND INTERCONNECT SYSTEM COMING FROM ADJACENT 300 300000 L EA VIDEO INTERFACE EQUIPMENT (-4 CAMERAS) 2005 203030 5 Cy TEST PIT EXCAVATION .
INTERSECTIONS ALONG MD 108. MD 175 1S ASSUMED TO RUN IN AN EAST-WEST DIRECTION. _ | co16 s85424 o Lr 24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTIC
INTERSECTION OPERATION ; PAVEMENT MARKINS
THE INTERSECTION OPERATES IN A NEMA FOUR-PHASE. SEMI-TRAFFIC 'ACTUATED MODE. 8007 801004 ' 3 CY CONCRETE FOR SIGNAL FOUNDATION
THE SIGNAL SHALL BE INTERCONNECTED TO THE MD 175/MD 108 INTERSECTION TO THE WEST 8012 802145 | EA ADJUST EXISTING HANDHOLE
AND THE MD 108/LARK BROWN ROAD INTERSECTION TO THE EAST. 8013 80259E 165 LF NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
CONTROLLER REQUIREMENTS 8015 805135 [ 470 Y&(LF 3 INCH SCHEDULE 80 RIGID PVC CONDUIT- TRENCHED
THE PRESENCE AND SAMPLING DETECTION REGIONS SHALL BE MONITORED/ACTUATED WITH 8017 805155 0 160 g Lf 4 INCH SCHEDULE 80 RIGID PVC CONDUIT- SLOTTED
VIDEO-DETECTION CAMERAS. 8024 816001 4 EA VIDEO DETECTION CAMERA
' , | | CONTROL CABLE, 250 FOOT VIDEO DETECTION CAMERA
PROJECT CONTACTS EQUIPMENT LIST ‘C’ 8025 16065 3 A TO CONTROLLER | V
CONTACTS FOR DISTRICT 7: ' 816010 | EA CONTROL CABLE, 500 FOOT VIDEO DETECTION CAMERA
CNTACTS R DIST SouTATTS o CEELce of NONE STk o
"%E%é?{é‘“ DISTRICT ENGINEER., MR. RICHARD DAFF SR. MR EUGENE BAILEY o 8028 818030 | EA 27 FOOT STEEL POLE WITH A SINGLE 38 FOOT MAST ARM
HIEF, TRAFFIC OPERATION HIEF. SIGN OPERATION ‘ - , | . X o -
301-624-8140/8141 e s TReERC OFF > 410-787-7676 EQUIPMENT LIST ‘B’ (CONT.) 803 831010 | EA 250 WATT HIGH PRESSURE SODIUM LAMP AND LUMINAIRE
R, DAVE COMNE WR. ROBERT SNYDER B, MIKE STOCKER B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR 8035 837001 EA GROUND ROD- 3/4 INCH DIAMETER X 10 FOOT LENGTH
, ASSISTANT DIVISION CHIEF, NAL AREHOU | |
MATNTENANCE = TRAFEIC OPERATIONS 410-787-7696 ITEM NO. CAE%%ERY QUANTITY DESCRIPTION 8036 860265 2 EA RELOCATE EXISTING SIGNAL HEAD -
410-787-7630 - 860284 39 EA 12 INCH LED VEHICULAR TRAFFIC SIGNAL HEAD SECTION
, 8038 |
UTTL YIRS ENGINEER R EED aoorA LSRR W sors e > EA PURNISH AND INSTALL ELECTRICAL HANDHOLE 860292 | EA CUT, CLEAN, GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE
ILITIES ENGIN , , | , :
S01-624-8115/611¢ dostireso © 8020 o102 = REMOVE ELECTRICAL HANDHOGS o B6H0T 365 LF ELECTRICAL CABLE- 5 CONDUCTOR (NO.14 AWG)
[0 8047 805115 IO LF 3* SCHEDULE 80 RIGID PYC CONDUIT - BORED 804 o L ‘
[0 8048 810605 4 EA NONINVASIVE DETECTOR - 1000 FOOT LEAD IN CABLE 8044 861G . 38O LF ELECTRICAL CABLE- 2 CONDUCTOR (NO. 12 AWG)T/C
‘ 8046 866104 | EA 20 FOOT LIGHT ARM ON SIGNAL STRUCTURE
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION
TRAFFIC ENGINEERING DESIGN DIVISION
| OFFICE OF TRAFFIC & SAFETY
[7] 08-21-06 REDLINE REVISION NO. 1 MD 175 AND MD 108 |
~ ADDED NON INVASIVE
| LOOP DETECTORS GENERAL INFORMATION SHEET
| REVISION 1 CONSULTANT $G-02
s | SCALE _ N.T.S.  DATE _06-02-T2 ° CONTRACT NO._-HO-433X-TT5
WIRING KEY :
. WALLACE, MONTGOMERY ~
A:+B»C  5-CONDUCTOR ELECTRIC CABLE (NO. 14 AWG) K.L.M,N NON-INVASIVE LOOP DETECTOR LEAD IN CABLE i) é DESIGNED B8Y BILL RICHARDSON TS NO. - 558 |
D.E.F.G VIDEO DETECTION LEAD IN CABLE & ASSOCIATES, LLP ORAWN BY _BILL RICHARDSON T IM.S. NO. 6875
H NO. 6 STRANDED BARE COPPER GROUND WIRE CiviL AND STRUCTURAL ENGINEERS CHECKED BY _WILLIAM FITCH F.A.P. NC. -
HOWARD 13010815.24
J 2-CONDUCTOR ELECTRIC CABLE (NO. 12 AWG) T/C | 110 West Road | COUNTY LOGMILE
) - % EXISTING WIRING TO BE USED FOR RELOCATED TRAFFIC SIGNAL HEAD. Suite 300 ,
+ 3/4” X 10" GROUND ROD Towson, Maryland 21204 DRAWING NO. 2 OF 6 | SHEET NO. 40 OF 49
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