I. GENERAL

PROJECT DESCRIPTION

This project involves the reconstruction of the existing traffic controlsignal ot the intersection of
MD 4 and Ward Road in Calvert County, Maryland.

- MD 4 is considered to run in a north/south direction.

The east leg shallbe widened to accomodate a double left turn.

L. INTERSECTION OPERATION

. The intersection operation is to remain unchanged.

A new cabinet shalibe installed with video detection equipment. The existing controller is to

be relocated by S.H.A forces.

EQUIPMENT LIST

A SH.A. furnished equipment material.

None.

B.. Equipment to be furnished and installed by the Contractor.
All equipment in this list shallhave catalog cuts submitted for approvalprior to installation.
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Descriptioﬁ

27 ft. steeltwin mast arm - pole with two 50 ft. mast arms.

27 ft, steeltwin mast arm pole with 50 ft. and 60 ft. mast arms.
14 ft. steelpedestal pole with breck away transformer base.

Stendard S.H.A, troffic signalbase mounted cabinet with video

detection, amplifier, and interconnect {Note cabinet shallbe purchased
from Econolite ond delivered to S.H.A. signalshop for wiring and testing.
Contact Mr. Ed Rodenizer {410 ) 787-5630). '

Video camera detection equipment with specified cables
(2)-250 ft., (2)-400 ft. _

12 in., one-way, three section L.E.D. (RAYA,GA) adjustable black faced
traffic signathead with mast arm mounting hardware
and tunnel visors.

12 in., one-way, three section L.E.D. (RA,YA,GA) adjustable black faced
troffic signathead with post top mounting hardware and
tunnel visors.

12 in., one-way, three section L.E.D. (R,Y,G) adjustable black faced
traffic signalhead with mast arm mounting hordware
and tunnel visors.

12 in., one-way, four section L.E.D. (R,Y,G,6A) adjustable black faced

troffic signalhead with mast arm mounting hardware and tunnei
visors.

Single eye.opticom detector.

30 in. x 36 in. R 3-5(L} sign with mast arm mounting hardware.

30 in. x 36 in R 3-5(R) sign with mast arm mounting hardware.

30 in.x 36 in.R 3-6(L) signrwith mast arm moun"(ing hardware.

60 in. x 36 in. R 3-8(7) sign with mast arm mounting hardware.

16 in x VYar D-3 (1) (Dudl Fo_cé) sign with mast arm mounting hardware.
24 in % 51in. shield assembly sign for ground mountfng.

36 in.x 75 . _shiefd assembly sign with pole mounting hardware.
Non-invasive micro-loop probe (set of 3) 750 ft. lead in cable.

20 ft. lumingire arm.

250 W H.P.S. lamp and luminarie,
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CONTACT LIST

The contact persons for District *5 are as follows:

Ms. Kim Tran
Assistant District Engineer -~ Traffic
410-841-1018

Mr. John Mays
Assistant District Engineer - Utility
410-841'1039

Mr. Chuck E. George
Assistant District Engineer - Maintenance
410-841-5461

Mr. Richard L. Daff
Chief, Traffic Operations Division
410-787-7630

The Power Company Representative is:
SMECO

901 Dares Beach Road

P.0. Box 37

Prince Frederick, MD 20678
410-535-4400

WMIS* 46175
Speciﬁcﬁtion

Section Description -
108 Mobilization.
104 Maintenance of traffic.
205 Test pit excavation.
8n Handhole.
810 1-conductor electrical cable (No. 4 AW.G.) for electriqcl service.
810 2-conductor electricaltray cable (No.12 AW.G.).
810 - 5-conductor electrical cable (Ne. 14 AW.G.).
810 7-Conductor electricalcable (No. 14 AW.GH).
810 3-M Opticom cable.
804 Bare copper stranded ground wire (No. & AW.G.).

- 805 2 in_. polyvinyl chloride [Schedule 80] electrical conduit - trenched.
805 2.5 in. pofyv.inyl chloride [Schedule: 801 electrical conduit - trenched.
806 3 in. polyvinyl chloride [Schedule 80i electrical conduit - trenched.
805 3 in. polyvinyl chloride [Schedule 80] electrical conduit - bored.
805 4 in. polyvinyl chloride [Schedule 801 electrical conduit - trenched.
B80S 4 in. polyvinyl chloride [Schedule 801 electrical conduit - bored.
801 ~ Concrete foundation for traffic signal equipment.

E?»OtiL ' Ground rod -¥sin. diometer x 10 ft. length.
807 | Electrical utility service equipment {(120/240) V, one phase, three
- wire system for Type 807.05-01 underground electrical service.

549 24 in. wide HAPPTPM - white for stop line.
--- 4 in, x 4 in. wood sign supports. |
--- W-beam trafﬁc barrier.
. | W-beam traffic barrier post.
- Type - C end treotment for w-beam traffic barrier.

--- Type - 1end treatment for w-beam troffic borrier.

--- Remove and dispose of existing concrete foundation 12 inches below grade.

--- Cut, clean, galvanize and cap mast arm.
--- Removat of existing troffic signal equipment.
--- Relocation of existing Interconnect cable.

--- As-built for S.H.A. [on CADDI.
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