PROJECT DESCRIPTION
EQUIPMENT LISTS (CON'T. )

I. GENERAL
B. EGUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
This project involves the modification of an existing Traffic Control Signal with {TEM
interconnect at the intersection of MD 528 and Gold Coast Mali in Worcester County. NO. QUANTITY DESCRIPTION
Interconnect cable shall be installed underground atong MD 528 from Jamestown . ) £ .
Road south to the Entrance t¢ Gold Coast Mall. MD 528 is gssumed to run in @ 1001 ¢ Each Maintenance of fraffic. FPHASE CHART
north-south direction. : H H
2007 z C.Y. Test pit excavation. : , ; . : ) , . . I y o 5 . -
II. INTERSECTION OPERATION 2004 23 G Class 2- excavation. @A F® ®®CE®® ®® ® ® F® ® ] [,
o1 150 S.E. 4% corerete <l deval 2oOIONORORORONORORORORORO
‘ : . . 6001 T5¢ S.F. 47 concrete sidewatk. <> - ‘
1. The intersection operation shall remain unchanged. - @@e e e e e e e e e a e e 3%
2. A full-traffic-actuated, eight—-phase controller with one (1) 4-channel. rack goot 13 C.¥. Furnish and fnstafi concrete For signal foundation. R R " R
mount toop detector amplifier and associated harnesses housed in g NEMA size 8003 { Each Furnish and instatl 10° breckaway pedestal pole PHASE T & DLA 1y 6 —les—| F R R . R @ ¢ R I LA L J - &
“6" base-mounted cabinet shall be installed at this intersection. ' ' ’ . OHANGE R R N o 2 " y
€y | Y — R R R Y R R W o -
8006 & kach Cut. clean. galvanize and cap traffic signal structure. €T T
g PECIAL NOTE PHASE 2 6 6 G G G 5 G G H R R R R DW oW
TTI. SPECIAL NO 8008 t Eaoh Furnish and fnstall 3 weatherhead. \ e
2 CHANGE ¥ Y ¥ Y Y ¥ ¥ ¥ ¥ g R R R oW oW ——» ——P
All Ffield wiring to the exisiting controlier cabinets shali be terminated +o the . _ . T
appropr-iate controller c¢abinet connectors by the Contractor and labelad. Al 8020 t Each Instalt bose-mounted cabinet and controffer. PHASE 3 & OLA 143+ R R R R R R R R R I G R R Wi WE - -
other controller cabinet wiring will be performed by the S.H.A. Signal Shop. 7 oy et e ] e e, \ \ -
Contact Mr. Ed Rodenhizer at (410) 787-7650 seventy—two hours in advance of 8021 5 LLF Furnish and Instalt sawout. PED CLEARANCE R R R R R R R R R G 6 i R Wo[owk - -
intended work. 8023 30 L.F. Furnish and install 17 liquid tight Flexible non-metallioc 3 CHANGE e T "l f el el v T 2l vl s T+ T 7w T _
electrical conduit (detector wire sleseve).
PHASE 4 R R | R Y R | R e R I R G 5 ¢ R B |FL/DW | FL/DW |
BO27 120 L.F. Furnish and install 3" polyviny! chloride slectrical
gonduit {Schedute 80) {trenched). 4 CHANGE R R R R R R R R R y Y R R ow bw —
BO31 760 L.F. Furnish and instaii 4”7 poelyviny! chioride electrical LR . _ . g ]
: SHING . <+« 4%
EQUIPMENT LISTS conduit (Schedule 80) (slotted). OPERATION FLAVLFLAY | FLAY JFLAY | FLAY L FLAY | FLAY L FL/Y | FL/Y | FL/R | FL/R | FL/R | FL/R | DARK | DARK LT}’ 2
8033 4 tach Furnish and instai! slectrical handhole.
A. EQUIPMENT TO BE SUFPLIED BY S.H.A. §034 5 Each Furnish and install ground rod, 34 diameter ¥
ITEM 10" ifength.
NO- QUANTITY DESCRIPTION BO39 110 L..F. Furnish and install 12-pairs voice grade interconnect
9086 1 Each Eight-phase, full—-traffic—actuated, solid state cable (No. 19 AW.G. ) (jelly—Ffitled).
digital controller with onse (1) 4-channe!, rack mount
loop detector amplifier and associated harnesses 8040 1845 L.F. Furnish and install loop wire (No. 14 A.W.6. ) encased
housed in a NEMA size “6” base—mounted cabinet. in i flexible tubing.
9089 52.5 S.F. Sheet aluminum signs (white) to consist of: 8041 1080 L.F. Furnish and ingtall 2-conductor electrical cable
(No. 14 A.W.G.) {aluminum shieldead).
4 Eagh “({DIAMOND) RIGHT LANE. BUSES AND. RIGHT TURNS
ONLY” signs (30" x 36"} mast arm mounted. 8042 310 L.F. Furnish and install 2-conductor electrical cable
{Now 14 ACW.GL 0.
3 Each R3-1(L) “ND LEFT TURN” sign. (24" x 24”) mas+ -
arm mounted. 8043 350 L.F. Furnish and install 3-conductor electrical cable [ —
{No. 14 A W.G. ).
1 Each R10-12 “Left turn yieid on green balt” (36" x 42")
mast arm mounted 8044 250 L.F. Furrnish and instati b-conductor etectrical cable
, (No. 14 AW.G.). LW WIRING KEY
9090 28 S.F. Sheet aluminum signs {(green’ consist of: e —
8045 2620 {.F. Furnish and instal!l 7-condustor electrical cable B
2 Each %;im;Coo?;gé gw;; E;agib:e+x ‘Ig’)’) mast arm {No. 14 AJW.G.). IE l”“: ; I“: 5 CONDUCTOR ELECTRICAL
. [ t§ dudl Tqace . _ VX Pyl CABLE (ND. 14 A.W.G.)
8048 680 L..F. Furnish and instal! stranded bare copper ground wire ABCDLMNOPQRSTUVWXY,Z ! III i 1: { ALUMINUM SHIELDED)
(NG, 6 AJW.G. ). :A}} EBH
I
|
8053 BO.5 5.F. Install overhead mounted sheet aluminum signs. : : i ; :; A 5—CONDUCTOR ELECTRICAL
bt
AsB B -
8057 4 Fach Remove and dispose of existing foundation 127 & ' \NF WeX.Z CABLE (NO. 14 A.W.G.)
befow grade. Sv

~N W NAODTOZZIM & LIONM ooOws

8058 1 Each Removal of axisting signal controller cabinet. S,ULW ;»H Il
o 85059 1 Each Delivery of removed signal controller cabinet. ABNOFP QR WX, Z fl
L 8060 1 Each Remove and dispose of existing material and squipment.
8063 40 L.F. Furnish and instait 3" electrical conduit schedule 80 riser.
8077 Z2 Eaot Furnish and install 27 stest pole with @ 50' mast é;ﬁfED?ﬁS?R1§L§?m??L 4
arm.  (Note: 4 anchor bolts will be 134'x 90".)

(27’ pole +o be cut o 217).
3—CONDUCTOR ELECTRICAL

7-CONDUCTDR ELECTRICAL
CABLE (NO. 14 A.W.G.)
8080 2 Egoh Furnish and install 27° steel pole with twin 50'-50" mast arm. } CABLE (NO. 14 A.W.G.)
{Note: 4 anchor bolts will be 1 34" x 30" ).{both 27" pole to be
cut to 213 one twin's 50’ arms to be cut to 32’ and the other

twin’s B0’ arm +o be cut +to 38', as shown).

W - STRANDED-BARE - COPPER GROUND
WIRE (NO. 6 A.W.G.)

8084 40 Each Furnish and instalt 127 vehiculer traffic signal head section. | K $ } }ﬁ?géég&m\égicg;\gﬁé%
_ ) < N I 41 (NO. 13 A.W.G.)
8085 3 Each Furnish and install 8" vehicular traffic signal head section. \‘ Tf ;—E—rjﬁ {JELLY-FILLED)
8087 2 Each Furnish and install 12 pedestrain signal head section. ! v § :; TV, W LW — LOOP WIRE (ND. 14 A.W.G.)
Neg. 420 L.F. Pull back existing Intercornect cable. EDE E i
Neg. 390 L.F. Ingtall existing interconnect cabie. U_:
Neg. 150 S.F. Remove and reploce decorative brick. LW
Neg. 2 Each Furnish and install pedestrian pushbutton and educational sign.
Neq. 1 Each Furnish and install frame and cover of existing handhole.

| EXISTING LQUIPMENT TO BE REMOVED BY THE CONTRACTOR AND
DELIVERED TO: STATE HIGHWAY ADMINISTRATION, OFFICE OF
TRAFFIC AND SAFETY. SIGNAL OPERATIONS WAREHOUSE. 7941
CONNELLEY DRIVE, HANOVER. MARYLAND 21076, CONTACT

ol ‘ ) 7871667, FORTY-CIGHT REVISIONS. APPROVALS | "~ |
HOURS. TN ADVANCE OF RETURNING EQUIPMENT: - .P) MARYLAND DOT - STATE HIGHWAY ADMINISTRATION

Office of Traffic & Safely
TRAFFIC ENGINEERING DESIGN DIVISION

GENERAL INFORMATION

MD 528 (COASTAL HWY.) AND GOLD COAST MALL

| ] | ] ] ASST. CHIEF TRAFFIC ENGINEERING DESICN DIVISION

N
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