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OPERATION

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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3. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE TO BE INSTALLED BY THE CONTRACTOR IN
ACCORDANCE WITH MD-SHA STANDARDS. ALL OTHER PAVEMENT MARKINGS ARE TO BE CONSIDERED AS

MARKING PLAN.)

4. GEOMETRICS SHALL BE CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT. ALL TRAFFIC SIGNAL
FOUNDATIONS SHALL BE INSTALLED AT FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01,
MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION

5. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT TO BE
CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES
SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF

e 15 [1] PROPOSED SIGNALS
13 <= McALlister Road
TEMPORARY SIGN — " g O~ - i T
Ocean Downs Road 26,27 [I[ Ocean Downs Road 9> . considered fo TN
o s b NEXT SIGNAL o e vseutn airection R 0 )
NEW 24" x 24" D3-2(2) (0 @0 o
4 Ocean Downs Road . 48" x Var. '
p © @) ()
D-3(2) ’ W3-3 16 [1] SHIELD S =
327, 2t g ASSEMBLY ~ ASSEMBLY L ,.,. 8
(VAR.X167) * <€ Ocean Downs Road (48”x75") (307Xx317) Entrance to 12"/8 12 12
MeALlister Road o 19 ocean owns L.E.B. LsE.D: S
11 il EXISTING SIGNS
D3-2(2)
€  McAllister Road 48" x Var. 10 BE REMOVED
o % PROPOSED VIDEO
12 DETECTION NOTE :
McAllister Road P SHIELD SHIELD =g
ASSEMBLY ASSEMBLY
D—3(2)H (48"x75") (30“x51") a—d
(VAR.X16")
i O
G G \
New Right-of-Way Line New Right-of-Way Line
150
- E
Install one 850’
handhole in__\ I\; ® L
@ break area \. ; ::.—__—_—_—::::___Hj__\_____
=====|7 "
! = 365 -7
®\—7I S
I
0 MD 589 (Racetrack Road)
1! —_— —— em—
m
L v __& L R T e\ wbpe®e S
7 "
16 PEp. P
26 : : RTGhT=ot=Way [Tne RTghT-of-Way Line
200 PQEiJ
\1 e
[1] 150" (‘D\\ GENERAL NOTES
Ll Y
= 1. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR
TO INSTALLATION.
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THE CONTRACTOR

PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL EQUIPMENT WILL

"t oNS: VIBEO DETECTION CAMERRS, 50 FT-LUMINAIRE ARV, AND 30 WATT Hps LUMNARE 0% VI THE EPATGEIRS S JIGTRY: 165 ARFRma:
(NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND). THESE PLANS ARE APPROVED FOR CONSTRUCTION PROJECT ENGINEER IMMEDIATELY.
B. INSTALL A NEMA SIZE 6 BASE MOUNTED CONTROLLER AND CABINET. (NOTE: TWO-4 IN. PVC, AND TWO0-2 IN. FOR A PERIOD OF 1 YEAR FROM THE DATE OF -
PVC SCHEDULE 80 CONDUIT BENDS). >| Redline Revision STATE OF MARYLAND
C. INSTALL METERED SERVICE PEDESTAL FOR UNDERGROUND ELECTRICAL SERVICE BY DELMARVA POWER. APPROVAL SHOULD CONSTRUCTION NOT BEGIN Dated November 22, 2010 sm DEPARTMENT OF TRANSPORTATION
. INSTALL HANDHOLE. STATE HIGHWAY ADMINISTRATION
E. INSTALL 3 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. WITHIN THIS TIME FRAME THESE PLANS SHALL BE sm Mo - SiA CEEICE (OF TRERE, § GHEETY
F. INSTALL 3 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. NULL AND VOID WITHOUT A REVIEW FROM THE o 0018 TRAFFIC ENGINEERING DESIGN DIVISION
G. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. ) o — 2l oo o, o o gy
H. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT FOR AN UNDERGROUND ELECTRICAL SERVICE BY TRAFFIC ENGINEERING DESIGN DIVISION s e 589 (RACETRACK ROAD) A
DELMARVA POWER - BORED. (WITH PULL STRING) : Srficle Spphony Date MCALLISTER ROAD /OCEAN DOWNS ENTRANCE
J. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT FOR AN UNDERGROUND ELECTRICAL SERVICE BY fode B8 Toldhds #5483 ;
' DELMARVA POWER - TRENCHED. (WITH PULLASTRINGFzRE T Qooeh Phes D
. INSTALL 24 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING : GEOMETRIC LEGEND APPROVALS / REVISIONS
L. INSTALL NON- INVASIVE MICRO-LOOP PROBE DETECTOR (SET OF 3). 18 mide o, e —— —— — EXISTING TRAFFIC SIGNAL PLAN
N' INSTALL GROUND MOUNTED SIGN. : o SRR A TR . B Suite H PROPOSED & / RED_UINE SCALE_ 1" = 20' DATE __JULY 29, 2010 CONTRACT NO. ___ BWOOSMS2
. REMOVE EXISTING GROUND MOUNTED SIGN UPON PLACING TRAFFIC SIGNAL IN A A 0 UCTED. : : N SHA No. BWo9eM2 November 22, 2010
0. INSTALL 2 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. m A AR LU e T = I I I Y (R e — E——
P. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED- FOR PHONE DROP TO BE DETERMINED IN THE FIELD. . Baltimore, Maryland 21236 v — R . RED_LINE
Q. INSTALL HANDHOLE. (PERPENDICULAR TO THE EDGE OF ROAD). M%- £10-931-6600 S i Reten RiR ASST OV CHIEF . august 19, 2010 | DRAWN BY ___ FRANK HOECKEL LOGMILE 23058900.042
R. INSTALL 4 IN. PYC SCHEDULE 80 ELECTRICAL CONDUIT - BORED. S s SEWER MAIN Qy \ 6, | [ [ | CHECKED BY TIMS NO. K-293
S. INSTALL 27 FT.STEEL TWIN MAST ARM POLE WITH 60 FT. AND 40 FT.(CUT FROM A 50 FT. MAST ARMS, SIGNAL HEADS, SIGNS, 1-800-583-8411 E—E—— ELECTRIC CABLES S e a i
VIDEO DETECTION CAMERAS, 20 FT.LUMINAIRE ARM, AND 250 WATT HPS LUMINAIRE(NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND). s Fax 410-931-6601 A——A—— AERIAL CABLES | Dwvsion orer L T -
T. INSTALL 4 IN. PVC 60° SWEEP BEND. T——T—— TELEPHONE CABLES
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